
NORTHWEST CORNER SECTION 25, TOWNSHIP 16 SOUTH, RANGE 10 EAST 
 
1) ON PAGE 126 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 30" X 10" 
X 6" FOR THE CORNER TO SECTIONS 23, 24, 25 & 26-16-10. 

 THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) 40.17 CHAINS EAST TO THE 16” X 14” X 3” LIMESTONE THEY SET FOR THE 1/4 

CORNER BETWEEN SECTIONS 24 & 25-16-10 
2) 80.34 CHAINS EAST TO THE 22” X 12” X 3” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 24 & 25-16-10 ON THE EAST TOWNSHIP BOUNDARY 
 
2) IN THE BLACK LOOSE LEAF FIELD BOOK IN THE VAULT IN THE COUNTY 

ENGINEER’S OFFICE FOR THE “ALIGNMENT OF AMERICUS-BUSHONG ROAD” ON 
PAGE 9, IT SHOWS AN IRON PIN AT THE NORTHWEST CORNER OF SECTION 25-16-
10.  

 
3) MICHAEL A. ADAMS, L.S. 1226, OF COOK, FLATT & STROBEL, IN A LAND SURVEY 

REFERENCE REPORT DATED MAY 18, 2000, FOR JOB NUMBER 00-018K, SAID THAT 
HE FOUND A 40 D NAIL AT 18” DEEP FROM THE FIELD NOTES FOR COUNTY 
ROAD “F” AT THE NORTHWEST CORNER OF SECTION 25-16-10.  HE SET A 1/2” 
REBAR WITH A CAP  FOR THE NORTHWEST CORNER OF SECTION 25-16-10 FLUSH 
TO THE ROAD SURFACE. 

 1)    49.75’ SW TO A SPIKE & WASHER IN THE TOP OF A CORNER FENCE POST 
 2)    47.70’ NW TO A SPIKE & WASHER IN A POWER POLE 
 3)    41.80’ SE TO A SPIKE & WASHER IN THE TOP OF A FENCE POST 
 4)      1.5’ EAST TO THE CENTER OF NORTH-SOUTH ASPHALT PAVEMENT 
 5)      2.0’ SOUTH TO THE CENTER OF GRAVEL COUNTY ROAD 330 TO THE WEST  
 
4) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED OCTOBER 6, 2009 FOR THIS CORNER 09219-02, A 
SURVEY IN THE CITY OF BUSHONG, SAID THAT HE FOUND THE 1/2” REBAR WITH 
A YELLOW CAP AT THE SOUTHWEST CORNER OF SECTION 24-16-10 FROM 
EXISTING REFERENCES ON FILE IN THE COUNTY ENGINEER'S OFFICE BY MICHAEL 
A. ADAMS, L.S. 1226, DATED MAY 2000.  SEE HIS REPORT OF SURVEY FOR THE WEST 
LINE OF LOT 1 BLOCK 21 AND THE CENTER OF FOURTH STREET FROM THE EAST 
LINE OF MAIN STREET TO THE CENTER OF PINE AND THE CENTER OF PINE FROM 
THE CENTER OF FOURTH STREET TO THE SOUTH LINE OF LOT 15 BLOCK 5 
EXTENDED IN THE CITY OF BUSHONG FOLDER IN THE TOWNSHIP 16-10 DRAWER. 
1) 41.65’ ENE TO A CONCRETE NAIL & BOTTLECAP IN THE SOUTH FACE OF A SIGN 

POST 
2) 45.45’ WSW TO A CONCRETE NAIL & BOTTLECAP IN THE NORTH FACE OF A 

CORNER FENCE POST 
3) 42.0’ ESE TOA  FOUND 40 D SPIKE IN THE TOP OF A CORNER FENCE POST 
4) 47.2’ SW TO THE TOP CENTER OF A TELEPHONE PEDESTAL 
5) 1.2’ EAST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “F” NORTH-

SOUTH  
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 5,316.81’ NORTH TO THE COTTON GIN SPINDLE HE SET FOR THE NORTHWEST 
CORNER OF THE NW1/4 OF SECTION 24-16-10 

 
5) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED DECEMBER 12, 2011, FOR PROJECT NUMBER 11320-02, 
A SURVEY OF PART OF BLOCKS 15 & 16 IN THE CITY OF BUSHONG FOR GLORIA 
BROWN AND MANUEL JACKSON, SAID THAT HE FOUND THE 1/2" REBAR WITH A 
CAP AT THE SOUTHWEST CORNER OF SECTION 24-16-10 FROM HIS EXISTING 
REFERENCE TIES ON FILE AT THE COUNTY SURVEYOR’S OFFICE DATED OCTOBER 
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2009.  HE NOTED THAT THIS CAPPED REBAR WAS SET BY M. ADAMS, L.S. 1226, IN 
2000. 
1) 41.65’ ENE TO A CONCRETE NAIL & BOTTLECAP IN THE SOUTH FACE OF A SIGN 

POST 
2) 45.45’ WSW TO A CONCRETE NAIL & BOTTLECAP IN THE NORTH FACE OF A 

CORNER FENCE POST 
3) 42.0’ ESE TO A FOUND 40 D SPIKE IN THE TOP OF A CORNER FENCE POST 
4) 1.2’ EAST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “F” NORTH-

SOUTH 
5) 47.2’ SE TO THE TOP CENTER OF A TELEPHONE PEDESTAL 
6) 5,316.81’ NORTH TO A RAILROAD NAIL [NORTHWEST CORNER OF SECTION 24-

16-10] 
 
6) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED JULY 23, 2014, FOR PROJECT NUMBER 14142-02, THE 
SURVEY FOR AN EASEMENT IN THE NORTHEAST 1/4 OF SECTION 26-16-10 FOR 
WESTAR/BURRIS, SAID THAT HE FOUND THE 1/2" IRON PIN WITH THE REMAINS 
OF A CAP AT THE NORTHEAST CORNER OF SECTION 26-16-10 FROM HIS EXISTING 
REFERENCE TIES ON FILE AT THE COUNTY SURVEYORS OFFICE IN 2011.  HE NOTED 
THAT THIS CAPPED IRON PIN WAS SET BY M. ADAMS, L.S. 1226, IN 2000. 
1) 47.15’ NW TO A CONCRETE NAIL & WASHER IN A POWER POLE 
2) 49.95’ SW TOA  40 D NAIL & WASHER IN THE TOP OF A CORNER FENCE POST 
3) 41.85’ SE TO A 40 D NAIL & WASHER IN THE TOP OF A CORNER FENCE POST 
4) IN THE TRAVELED WAY OF GRAVEL COUNTY ROAD 330 TO THE EAST 
5) 1.5’ EAST TO THE TRAVELED WAY OF ASPHALT COUNTY ROAD “F” NORTH-

SOUTH  
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,640.99’ WEST TO THE 5/8” IRON PIN WITH A LYON COUNTY CAP HE RESET FOR 

THE NORTHWEST CORNER OF THE NE1/4 OF SECTION 26-16-10 
2) 2,657.63’ SOUTH THE 1/2” IRON PIN HE FOUND AT THE SOUTHEAST CORNER OF 

THE NE1/4 OF SECTION 26-16-10 
 

NORTHWEST CORNER SECTION 25-16-10   
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