
NORTH 1/4 CORNER SECTION 28, TOWNSHIP 16 SOUTH, RANGE 11 EAST 
 
1) ON PAGE 296 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 15" X 12" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 21 & 28-16-11. 

 THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) 40.07 CHAINS WEST TO THE 25” X 11” X 4” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 20, 21, 28 & 29-16-11 
2) 40.06 CHAINS EAST TO THE 24” X 7” X 4” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 21, 22, 27 & 28-16-11 
 
2) J. H. HIBBEN, COUNTY SURVEYOR FROM 1875 TO 1882, BY FRANK P. MACLEMAN, 

DEPUTY COUNTY SURVEYOR, IN A PERMANENT SURVEY RECORDED IN SURVEY 
BOOK “C” ON PAGE 209 DATED MAY 10, 1878 ORDERED BY C. E. HANCOCK TO 
SUBDIVIDE THE NORTHEAST 1/4 OF SECTION 28-16-11, SAID THAT HE FOUND THE 
STONE AT THE NORTH 1/4 CORNER OF SECTION 28-16-11 ON THIS PERMANENT 
SURVEY. 

 HIS SURVEY NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 161 RODS, 23 LINKS SOUTH TO THE STONE HE SET FOR THE PERMANENT 

CENTER CORNER OF SECTION 28-16-11 
 
NORTH QUARTER CORNER SECTION 28-16-11 
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