
NORTHWEST CORNER SECTION 13, TOWNSHIP 17 SOUTH, RANGE 10 EAST 
 
1) ON PAGE 147 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 24" X 10" 
X 5" FOR THE CORNER TO SECTIONS 11, 12, 13 & 14-17-10. 

 THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) 39.93 CHAINS EAST TO THE 24” X 16” X 4” LIMESTONE THEY SET FOR THE 1/4 

CORNER BETWEEN SECTIONS 12 & 13-17-10 
2) 79.86 CHAINS EAST TO THE 20” X 14” X 3” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 7, 12, 13 & 18 ON THE EAST TOWNSHIP BOUNDARY 
 
2) IN ROAD RECORD BOOK “A-1” ON PAGES 86 & 87 FOR ROAD NUMBER 22 ON THE 

PETITION OF ROBERT IRVINE AND OTHERS FOR A COUNTY ROAD IN TOWNSHIP 17-
10 [PACKET 4 IN THE VAULT IN THE COUNTY ENGINEERS OFFICE] THAT WAS FILED 
ON FEBRUARY 22, 1879 BY WILLIAM F. EWING, COUNTY CLERK.  IT WAS ORDERED 
ALLOWED BY THE BOARD OF COUNTY COMMISSIONERS AS BEING ON THE 
SECTION LINE WITHOUT A SURVEY AT 40 FEET WIDE.   THE COUNTY CLERK 
NOTED THAT THE TRUSTEE WAS NOTIFIED ON APRIL 12, 1879 TO OPEN THE ROAD 
WITH THE COMMENCEMENT OF THE ROAD BEING THE NORTHEAST CORNER OF 
SECTION 14-17-10, THEN RUNNING WEST ON THE SECTION LINE TO CONNECT A 
COUNTY ROAD RUNNING NORTH FROM THE BUTLER SCHOOL HOUSE 
[NORTHWEST CORNER SECTION 16-17-10]. 

 THE PETITION LOCATES THE ROAD AS FOLLOWS: 
1) THIS ROAD EXTENDS WEST ON THE SECTION LINE FOR 3 MILES TO THE 

NORTHWEST CORNER OF SECTION 16-17-10 FOR THE TERMINATION OF THIS 
ROAD 
 

3) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 
1883, IN A ROAD SURVEY RECORDED IN SURVEY BOOK “F” ON PAGE 56 DATED 
MAY 30, 1883 FOR A ROAD IN TOWNSHIP 17, RANGES 10 & 11, FOR WILLIAM 
McNABNEY, PRINCIPAL PETITIONER, SAID THAT HE FOUND THE STONE AT THE 
SOUTHWEST CORNER OF SECTION 12-17-10 TO BEGIN THIS ROAD SURVEY. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS EAST ON THE SECTION LINES TO THE STONE HE FOUND 

AT THE NORTHEAST CORNER OF THE NW1/4 OF SECTION 18-17-11; AND THEN 
DEVIATES FROM THE SECTION LINE AND INTERSECTS THE SECTION LINE AT A 
STONE MARKED “R+” AT 196 FEET WEST OF THE STONE HE FOUND AT THE 
SOUTHEAST CORNER OF SECTION 7-17-11; THEN CONTINUES EAST ON THE 
SECTION LINE FOR 196 FEET TO THE STONE HE FOUND AT THE SOUTHEAST 
CORNER OF SECTION 7-17-11 AT THE TERMINUS OF THIS ROAD SURVEY. 

 
4) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN A ROAD SURVEY FOR ROAD NUMBER 225 RECORDED IN ROAD RECORD 
BOOK "B" ON PAGES 486 TO 488 PETITIONED BY WILLIAM McNABNEY AND OTHERS 
FOR A COUNTY ROAD IN TOWNSHIPS 17-10 AND 18-10 [PACKET 448 IN THE VAULT 
IN THE COUNTY SURVEYOR'S OFFICE] THAT HE SURVEYED ON MAY 30, 1883, WAS 
ESTABLISHED AS A 40 FOOT WIDE ROAD, EXCEPT FROM THE SOUTHWEST 
CORNER OF THE SOUTHEAST 1/4 OF SECTION 7-17-11 EAST TO THE CREEK, ABOUT 
97 RODS, THE ROAD SHALL BE 30 FEET WIDE AND SHALL LIE WHOLELY SOUTH OF 
THE HEDGE ON THE NORTH SIDE OF THE LINE AND SAID HEDGE SHALL BE THE 
NORTH LIMIT OF THE ROAD, ON JULY 6, 1883 AS NOTED BY JOHN E. JONES, 
CHAIRMAN OF THE BOARD OF COUNTY COMMISSIONERS, AND ATTESTED TO BY 
WILLIAM F. EWING, COUNTY CLERK, SAID THAT HE FOUND THE STONE AT THE 
SOUTHWEST CORNER OF SECTION 12-17-10 TO COMMENCE THIS ROAD SURVEY.   

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
HIS INFORMATION IS CONTINUED ON PAGE 2 
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1) THIS ROAD SURVEY EXTENDS EAST ON THE SECTION LINES TO AN ANGLE 
STONE HE SET MARKED “R+” AT 1,621 FEET EAST OF THE NORTHEAST CORNER 
OF THE NW1/4 OF SECTION 18-17-11; THEN BEGINS A SERIES OF ANGLES AND 
INTERSECTS THE SECTION LINES AT AN ANGLE STONE HE SET MARKED “R+” 
AT 196 FEET WEST OF THE SOUTHEAST CORNER OF SECTION 7-17-11; THEN 
CONTINUES EAST ON THE SECTION LINES TO THE STONE HE FOUND AT THE 
SOUTHEAST CORNER OF SECTION 7-17-11 AT THE TERMINUS OF THIS ROAD 
SURVEY  

 
5) IN A FIELD BOOK LABELED “BOOK 17 ROAD PROFILES 1935” STORED IN THE 

VAULT IN THE COUNTY ENGINEER'S OFFICE, IT SHOWS ON PAGE 17 THAT THEY 
SET AN IRON PIN AT THE NORTHWEST CORNER OF SECTION 13-17-10 ON APRIL 1, 
1935.  VERIFY AND CHECK FOR THE STONE OF RECORD BEFORE USING AS THIS 
IRON PIN WAS PROBABLY “HEELED-IN” FOR UTILITY USE ONLY!!  WARREN 
CHIP WOODS, L.S. 603, COUNTY SURVEYOR 

 
5) REA BOOK 30 ON PAGE 18 SAYS THAT THEY FOUND THE IRON PIN AT THE 

SOUTHWEST CORNER OF SECTION 12-17-10. VERIFY AND CHECK FOR THE STONE 
OF RECORD BEFORE USING AS THIS IRON PIN WAS PROBABLY “HEELED-IN” 
FOR UTILITY USE ONLY!!  WARREN CHIP WOODS, L.S. 603, COUNTY SURVEYOR 
1) 24.75’ NE TO THE GUARD WALL ON THE SOUTH SIDE OF A CORRUGATED 

METAL PIPE CULVERT 
2) 24’ NE TO THE NORTH END OF THE GUARD WALL 

 
6) IN A FIELD BOOK LABELED “1952-1955” IN THE VAULT IN THE COUNTY 

SURVEYOR’S OFFICE FOR THE ALIGNMENT OF THE DUNLAP ROAD ON PAGE 33 IT 
SHOWS AN IRON PIN AT THE NORTHWEST CORNER OF SECTION 13-17-10 DATED 
OCTOBER 1953.  VERIFY AND CHECK FOR THE STONE OF RECORD BEFORE 
USING AS THIS IRON PIN WAS PROBABLY “HEELED-IN” FOR UTILITY USE 
ONLY!!  WARREN CHIP WOODS, L.S. 603, COUNTY SURVEYOR 
1)    32.7’ NW TO A NAIL & WASHER IN A POWER POLE 
2) 62.8’ NNW TO A NAIL & WASHER IN A TELEPHONE POLE 

 
NORTHWEST CORNER 13-17-10  
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