
WEST 1/4 CORNER SECTION 25, TOWNSHIP 17 SOUTH, RANGE 10 EAST 
 
1) ON PAGE 146 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 17" X 14" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 25 & 26-17-10. 

 
2) J. H. HIBBEN, COUNTY SURVEYOR FROM 1875 TO 1882, IN A PERMANENT SURVEY 

RECORDED IN VOLUME 3 ON PAGE 561 IN THE REGISTER OF DEEDS OFFICE FOR A 
SURVEY DATED APRIL 12-14, 1880 AND SURVEY F23001 IN THE SURVEY FILE FOR 
TOWNSHIP 17-10 TO ESTABLISH THE CORNERS TO THE NORTHEAST 1/4 OF SECTION 
26, THE SOUTH CORNERS OF THE NORTHEAST 1/4 OF SECTION 24, ALSO THE NORTH 
& WEST & SOUTH CORNERS OF THE NORTHWEST 1/4, AND THE NORTHWEST AND 
SOUTH CORNERS OF THE SOUTHWEST 1/4, AND THE NORTH AND SOUTH CORNERS 
OF THE NORTH 1/2, AND THE NORTH & WEST CORNERS OF THE SOUTHWEST 1/4 OF 
SECTION 25, ALSO THE EAST & SOUTH CORNERS OF THE SOUTHEAST 1/4 OF 
SECTION 24, AND ALSO THE EAST CORNERS TO THE SOUTHEAST 1/4 OF SECTION 
23, ALL IN TOWNSHIP 17-10, SAID THAT HE SET A 17” X 13-1/2” X 3-1/2” ROCK FOR 
THE PERMANENT EAST 1/4 CORNER OF SECTION 26-17-10 EQUIDISTANT BETWEEN 
THE ROCK THAT HE SET FOR THE PERMANENT NORTHEAST CORNER OF SECTION 
26-17-10 AND THE STONE THAT HE FOUND AT THE SOUTHEAST CORNER OF 
SECTION 26-17-10 ON THIS PERMANENT SURVEY.  

 HIS SURVEY NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 20.01 CHAINS SOUTH TO THE ROCK HE SET FOR THE PERMANENT EAST 1/16TH 

CORNER OF THE SE1/4 OF SECTION 26-17-10 
2) 40.02 CHAINS SOUTH TO THE STONE HE FOUND AT THE SOUTHEAST CORNER 

OF SECTION 26-17-10 
3) 40.02 CHAINS NORTH TO THE STONE HE FOUND AT THE NORTHEAST CORNER 

OF SECTION 26-17-10 
4) 80.09 CHAINS NORTH TO THE 18” X 10” X 8” ROCK HE SET FOR THE PERMANENT 

WEST 1/4 CORNER OF SECTION 24-17-10 
5) 120.16 CHAINS NORTH TO THE 25” X 8” X 5” ROCK HE SET FOR THE PERMANENT 

NORTHWEST CORNER OF SECTION 24-17-10  
 
3) IN THE BLACK LOOSE LEAF FIELD BOOK IN THE VAULT IN THE COUNTY 

SURVEYOR’S OFFICE, IT SHOWS A STONE AT THE WEST 1/4 CORNER OF SECTION 
25-17-10 UNDER “ALIGNMENT OF AMERICUS-BUSHONG ROAD”.   

 
4) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED OCTOBER 5, 2010 FOR PROJECT NUMBER 10263-02, 
SURVEY F26002 IN THE SURVEY FILE FOR TOWNSHIP 17-10, FOR A SURVEY OF A 
9.33 ACRE TRACT IN THE NORTHEAST 1/4 OF SECTION 26-17-10 FOR CLARENCE 
KAYSER, SAID THAT HE SEARCHED FOR THE STONE AT THE EAST 1/4 CORNER OF 
SECTION 26-17-10, BUT HE DID NOT FIND THE STONE.  HE CONSIDERED THAT THIS 
CORNER WAS LOST.  HE SET A COTTON GIN SPINDLE FOR THE EAST 1/4 CORNER 
OF SECTION 26-17-10 ON TRUE LINE AND HALFWAY BETWEEN THE NORTHEAST 
CORNER AND THE SOUTHEAST CORNER OF SECTION 26-17-10 AS PER THE 
AMERICUS ROAD NOTES ON FILE IN THE COUNTY ENGINEER’S OFFICE. 

 1)    1.5’ NORTH TO A FENCE TO THE EAST 
 2)    40.00’ WEST TO A 1/2” X 24” REBAR WITH HIS “LS 752” CAP SET [HORIZONTAL  

       TIE] 
3) 41.15’ WEST TO A 40 D NAIL & BOTTLE CAP IN THE TOP OF A CORNER FENCE 

POST 
4) 40.10’ EAST TO A 40 D NAIL & BOTTLE CAP IN THE TOP  OF A CORNER FENCE 

POST 
HIS TIES ARE CONTINUED ON PAGE 2 

 1 



5) 40.0’ WNW TO A 40 D NAIL & BOTTLE CAP IN THE SOUTH FACE OF A POWER 
POLE 

6) IN THE CENTERLINE TRAVELED WAY OF ASPHALT ROAD “F” NORTH-SOUTH 
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 836.00’ NORTH TO THE NORTHEAST CORNER OF THE 9.33 ACRE TRACT AS 

WITNESSED BY THE 1/2” REBAR WITH HIS “LS 752” CAP HE SET AT 40.00’ WEST 
2) 2,657.61’ NORTH TO THE 5/8” CAPPED REBAR HE FOUND AT THE NORTHEAST 

CORNER OF THE NE1/4 OF SECTION 26-17-10 
3) 2,657.61’ SOUTH TO THE 1/2" REBAR HE FOUND AT THE SOUTHEAST CORNER OF 

THE SE1/4 OF SECTION 26-17-10 
4) 486.00’ WEST TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE 

SOUTHWEST CORNER OF THE 9.33 ACRE TRACT 
5) 2,626.65’ WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET FOR THE 

SOUTHWEST CORNER OF THE NE1/4 OF SECTION 26-17-10 
  
WEST QUARTER CORNER 25-17-10  
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