
CENTER CORNER SECTION 18, TOWNSHIP 18 SOUTH, RANGE 11 EAST 
 

1) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 
1883, IN SURVEY NUMBER 117 OF THE 7TH TERM, A PERMANENT SURVEY 
RECORDED IN SURVEY BOOK "C" ON PAGE 39 DATED AUGUST 10, 1873 TO 
ESTABLISH THE 1/4 CORNER ON THE EAST LINE OF SECTION 18, THE NORTHEAST 
CORNER OF SECTION 18, THE CENTER CORNER, AND TO SUBDIVIDE THE 
SOUTHWEST 1/4 BY A LINE EAST AND WEST, ALL IN TOWNSHIP 18-11, SAID THAT 
HE SET A STONE FOR THE PERMANENT CENTER CORNER OF SECTION 18-18-11 AT 
THE INTERSECTION OF THE LINES FROM THE OPPOSITE 1/4 CORNERS ON THIS 
PERMANENT SURVEY. 

 HIS SURVEY NOTES SHOW THE FOLLOWING INFORMATION:   
1) 1,317’ SOUTH TO THE STONE HE SET FOR THE PERMANENT EAST 1/2/4 CORNER 

OF THE SW1/4 OF SECTION 18-18-11 
2) 2,634’ SOUTH TO THE STONE HE FOUND AT THE SOUTH 1/4 CORNER OF 

SECTION 18-18-11 
 
2) ALVA J. SMITH, COUNTY SURVEYOR FROM 1900 THROUGH 1906, IN SURVEY 

NUMBER 130, A ROAD SURVEY RECORDED IN SURVEY BOOK “F” ON PAGE 211 
DATED AUGUST 28, 1905 FOR A ROAD IN TOWNSHIP 18, RANGES 10 & 11 FOR 
WILLIAM McBURNEY, SAID THAT HE FOUND THE STONE IN PLACE AT 20 FEET 
OF THE END OF A FENCE EXTENDING WEST AT THE CENTER CORNER OF 
SECTION 18-18-11 ON THIS ROAD SURVEY FOR A 40 FOOT WIDE ROAD. 

 HIS SURVEY NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 9.48 CHAINS SOUTH TO THE STONE HE FOUND ON THE 1/4 SECTION LINE TO 

BEGIN THIS ROAD SURVEY    
 
3) ALVA J. SMITH, COUNTY SURVEYOR FROM 1900 THROUGH 1906, IN A ROAD 

SURVEY FOR ROAD NUMBER 604 RECORDED IN ROAD RECORD BOOK “D” ON 
PAGES 285 THROUGH 288 PETITIONED BY WILLIAM McBURNEY AND OTHERS FOR 
A ROAD LOCATION AND VACATION IN TOWNSHIP 18-11 THAT HE SURVEYED ON 
AUGUST 1, 1905 FOR A 40 FOOT WIDE ROAD THAT HE RECORDED ON OCTOBER 7, 
1905, SAID THAT HE FOUND THE STONE IN PLACE AT 20 FEET EAST OF THE END 
A FENCE EXTENDING WEST AT THE CENTER CORNER OF SECTION 18-18-11 TO 
BEGIN THE ROAD LOCATION AND THE ROAD VACATION ON THIS ROAD SURVEY. 

 HIS SURVEY NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) THE ROAD VACATED EXTENDS NORTH ON THE 1/4 SECTION LINE FOR 1/2 OF A 

MILE TO THE STONE HE FOUND AT THE NORTHEAST CORNER OF THE NW1/4 OF 
SECTION 18-18-11 TO END THE ROAD VACATED ON THIS ROAD SURVEY  

2) THE ROAD LOCATED EXTENDS SOUTH ON THE 1/4 SECTION LINE FOR 9.48 
CHAINS TO A STONE; THENCE N. 43°32’ W. PARALLEL WITH THE SOUTH LINE 
OF THE M. K. & T. RAILROAD AND 20 FEET DISTANT FROM THE SOUTH LINE 
FOR 13.11 CHAINS TO THE STONE HE SET AT 50 LINKS SOUTH OF THE 1/4 
SECTION LINE; THENCE PARALLEL WITH THE 1/4 SECTION LINE FOR 5.14 
CHAINS; THENCE N. 73°27’ W. FOR 1.76 CHAINS TO THE STONE HE SET ON THE 
1/4 SECTION LINE; THENCE WEST ON THE 1/4 SECTION LINE FOR 19.70 CHAINS 
TO THE CORNER STONE HE FOUND IN PLACE AT THE WEST 1/4 CORNER OF 
SECTION 18-18-11 ON THE RANGE LINE AT 21 FEET SOUTH AND 3 FEET EAST OF 
THE END OF A HEDGE; THENCE WEST ON THE 1/4 SECTION LINE FOR 20.00 
CHAINS TO THE STONE HE SET; THENCE S. 84° W. FOR 45 LINKS TO A POINT 20 
FEET SOUTH OF THE END OF AN OSAGE HEDGE; THENCE WEST PARALLEL TO 
THE HEDGE FOR 19.86 CHAINS TO THE HEDGE EXTENDING NORTH ON THE 
EAST SIDE OF A PUBLIC ROAD NEAR THE CENTER CORNER OF SECTION 13-18-
10 TO END THE ROAD LOCATED ON THIS ROAD SURVEY 

 
CONTINUED ON PAGE 2 
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4) J. HARRISON PARKMAN, COUNTY SURVEYOR FROM 1907 TO 1915, IN SURVEY 
NUMBER 184, A PERMANENT/ROAD SURVEY RECORDED IN PERMANENT SURVEY 
BOOK 1 ON PAGE 4 REQUESTED BY C. H. SMITH, PRINCIPAL PETITIONER, FOR 
COUNTY ROAD NUMBER 626, SAID THAT HE SET A STONE FOR THE PERMANENT 
CENTER CORNER OF SECTION 18-18-11 TO END THIS ROAD SURVEY ON THIS 
PERMANENT/ROAD SURVEY.  THE SURVEY WAS COMPLETED ON APRIL 19, 1907 
AND ENTERED ON APRIL 20, 1907. HE NOTED IN THE TOP RIGHT CORNER THAT 
THIS ROAD WAS RECORDED IN ROAD RECORD BOOK “D” ON PAGE 373. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) THIS ROAD EXTENDS EAST ON THE 1/4 SECTION LINE, PASSING ON THE SOUTH 

SIDE OF THE STONE HE FOUND AT THE EAST 1/4 CORNER OF SECTION 18-18-11, 
FOR 1 MILE TO THE STONE HE SET FOR THE PERMANENT CENTER CORNER OF 
SECTION 17-18-11 TO BEGIN THIS ROAD SURVEY, THEN HE RAN NORTH ON THE 
1/4 SECTION LINE FOR 2,640 FEET TO THE STONE HE FOUND AT THE NORTH 1/4 
CORNER OF SECTION 17-18-11 

 
5) J. HARRISON PARKMAN, COUNTY SURVEYOR FROM 1907 TO 1915, IN A ROAD 

SURVEY FOR ROAD NUMBER 626 RECORDED IN ROAD RECORD BOOK “D” ON 
PAGES 373 THROUGH 376 PETITIONED BY C. H. SMITH AND OTHERS FOR A ROAD IN 
TOWNSHIP 18-11 [PACKET 770 IN THE VAULT IN THE COUNTY SURVEYOR'S OFFICE] 
THAT HE SURVEYED ON MARCH 28, 2907, WAS GRANTED AS A 40 FOOT WIDE ROAD 
ON APRIL 4, 1907 AS NOTED BY G. H. ARNOLD, CHAIRMAN OF THE BOARD OF 
COUNTY COMMISSIONERS, ATTESTED BY JNO E. MARTIN, COUNTY CLERK, AND 
RECORDED ON APRIL 20, 1907 BY J. HARRISON PARKMAN, COUNTY SURVEYOR, 
SAID THAT HE SET A STONE AT THE CENTER CORNER OF SECTION 18-18-11 TO 
END THIS THIS ROAD SURVEY. 

 HIS SURVEY NOTES SHOW THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS EAST ON THE 1/4 SECTION LINE, PASSING ON THE SOUTH 

SIDE OF THE STONE HE FOUND AT THE EAST 1/4 CORNER OF SECTION 18-18-11, 
FOR 1 MILE TO THE STONE HE SET FOR THE CENTER CORNER OF SECTION 17-
18-11 TO BEGIN THIS ROAD SURVEY, THEN HE RAN NORTH ON THE 1/4 SECTION 
LINE FOR 2,640 FEET TO THE STONE HE FOUND AT THE NORTH 1/4 CORNER OF 
SECTION 17-18-11 

 
6) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN SURVEY F18003 IN 

THE SURVEY FILE FOR TOWNSHIP 18-11 FOR A SURVEY OF THE WEST HALF OF THE 
SOUTHWEST QUARTER OF THE NORTHEAST QUARTER AND A TRACT OF 7.0 ACRES 
IN SECTION 18-18-11 FILED FEBRUARY 7, 1992 IN VOLUME 463 ON PAGE 859 IN THE 
REGISTER OF DEEDS OFFICE FOR JOB NUMBER 92026-01, SHOWS ON HIS SURVEY 
DRAWING THAT HE SET A #4 X 24” REBAR WITH A PLASTIC CAP FOR THE 
CENTER CORNER OF SECTION 18-18-11 AT THE INTERSECTION OF THE LINES FROM 
THE OPPOSITE 1/4 CORNERS AS PER MILLIKEN’S PERMANENT SURVEY RECORDED 
IN SURVEY BOOK “C” ON PAGE 39 DATED 1873.  HE SAID THAT THIS LOCATION 
FELL ABOUT 33 FEET NORTH OF A REBAR THAT HE FOUND OF UNKNOWN 
ORIGIN.  HE SAID THAT HE EXCAVATED FOR THE STONE AT THE CENTER CORNER 
OF SECTION 18-18-11, BUT HE DID NOT FIND THE STONE.  HE ALSO EXCAVATED 
FOR THE ROAD STONE THAT WAS SET BY SMITH AT 9.48 CHAINS SOUTH OF THE 
CENTER CORNER, BUT HE DID NOT FIND THAT STONE EITHER. 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,340.83’ WEST TO THE #4 REBAR WITH HIS “LS 752” CAP HE SET FOR THE WEST 

1/4 CORNER OF SECTION 18-18-11 ON THE RANGE LINE 
2) 1,321.92’ NORTH TO THE #4 REBAR WITH HIS “LS 752” CAP HE SET FOR THE 

WEST 1/16TH CORNER OF THE NE1/4 OF SECTION 18-18-11 
3) 2,643.85’ NORTH TO THE STONE HE FOUND AT THE NORTH 1/4 CORNER OF 

SECTION 18-18-11 
HIS INFORMATION IS CONTINUED ON PAGE 3 
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4) 1,330.18’ EAST TO THE THEORETICAL POSITION FOR THE SOUTH 1/16TH CORNER 
OF THE NE1/4 OF SECTION 18-18-11 

5) 2,660.36’ EAST TO THE OLD “CON” RIBBED #5 REBAR HE FOUND AT THE EAST 
1/4 CORNER OF SECTION 18-18-11 

6) 2,639.96’ SOUTH TO THE SANDSTONE AND REBAR HE FOUND AT THE SOUTH 1/4 
CORNER OF SECTION 18-18-11 AS REFERENCED BY L. M. GOULD, L.S. 142 

 
7) STEVEN S. BROSEMER, L.S. 752, IN A LAND SURVEY REFERENCE REPORT DATED 

DECEMBER 11, 2000, FOR PROJECT NUMBER 00238-02, SURVEY F18004 IN THE 
SURVEY FILE FOR TOWNSHIP 18-11 FOR A RETRACEMENT OF PART OF A LYON 
COUNTY ROAD RECORDED IN ROAD RECORD BOOK “D” AT PAGE 285 (1905), SAID 
THAT HE FOUND THE 1/2” REBAR WITH HIS RED “LS 752” CAP AT THE CENTER 
CORNER OF SECTION 18-18-11 FROM HIS PREVIOUS SURVEY IN FEBRUARY 1992.  
1)    21.8’ WNW TO A SPIKE & BOTTLE CAP IN A TALL POST 
2) 23.2’ NORTH TO A SPIKE & BOTTLE SAP IN A CORNER FENCE POST 
3) 629.7’ SOUTH TO A 5/8” REBAR WITH A YELLOW LYON COUNTY CAP 
4) 1.0’ EAST TO A LINE OF FENCE TO THE NORTH [EXTENDED]  
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,337.67’ WEST TO THE 1/2" REBAR WITH “MWB 1127” CAP OVER THE STONE HE 

FOUND AT THE NORTHWEST CORNER OF THE SW1/4 OF SECTION 18-18-11 ON 
THE RANGE LINE 

2) 629.71’ SOUTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET 
3) 2,640.10’ SOUTH TO THE 1” PIPE, WITH A 1-1/4” IRON PIN HE SET ON THE EAST 

SIDE OF THE PIPE, AT THE SOUTHEAST CORNER OF THE SW1/4 OF SECTION 18-
18-11 

 
8) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN SURVEY F18005 IN 

THE SURVEY FILE FOR TOWNSHIP 18-11 DATED JANUARY 19, 2001 FOR PROJECT 
NUMBER 01006-02 FOR A TRACT IN THE SOUTHWEST QUARTER OF SECTION 18-18-
11, BEING ALL OF THAT PART OF THE OLD M. K. & T. RAILROAD LYING IN SAID 
SOUTHWEST QUARTER, SHOWS ON HIS SURVEY DRAWING THAT HE FOUND THE 
1/2" REBAR WITH HIS RED “LS 752” CAP AT THE NORTHEAST CORNER OF THE 
SOUTHWEST 1/4 OF SECTION 18-18-11.  HIS TIES ARE MISSING FROM THE SURVEY 
TIE FILES. 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 454.31’ WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET AT THE 

INTERSECTION WITH THE NORTHERLY RIGHT-OF-WAY LINE OF THE OLD M. K. 
& T. RAILWAY 

2) 523.37’ WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET IN THE 
CENTERLINE OF THE OLD M. K.  & T. RAILWAY 

3) 592.43’ WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET AT THE 
INTERSECTION WITH THE SOUTHERLY RIGHT-OF-WAY LINE OF THE OLD M. K. 
& T. RAILWAY 

4) 2,337.67’ WEST TO THE 1/2” REBAR WITH “MWB 1127” CAP OVER THE STONE HE 
FOUND AT THE NORTHWEST CORNER OF THE SW1/4 OF SECTION 18-18-11 ON 
THE RANGE LINE 

5) 461.38’ SOUTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET AT THE 
INTERSECTION WITH THE NORTHERLY RIGHT-OF-WAY LINE OF THE OLD M. K. 
& T. RAILWAY 

6) 531.51’ SOUTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET IN THE 
CENTERLINE OF THE OLD M. K. & T. RAILWAY 

7) 601.64’ SOUTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE SET AT THE 
INTERSECTION WITH THE SOUTHERLY RIGHT-OF-WAY LINE OF THE OLD M. K. 
& T. RAILWAY 

8) 2,640.10’ SOUTH TO THE 1” PIPE WITH A 1-1/4” IRON PIN ON THE EAST SIDE HE  
FOUND AT THE SOUTHEAST CORNER OF THE SW1/4 OF SECTION 18-18-11 
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9) WARREN CHIP WOODS, L.S. 603, COUNTY SURVEYOR, IN A LAND SURVEY 
REFERENCE REPORT DATED MAY 31, 2012 FOR PROJECT NUMBER MS05, SECTION 
CORNER RECOVERY, FOUND THE 1/2" REBAR WITH “LS 752” CAP AT THE CENTER 
CORNER OF SECTION 18-18-11 FROM REFERENCES ON FILE IN THE COUNTY 
ENGINEERS OFFICE BY STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY 
SURVEYOR, DATED DECEMBER 11, 2000.   DEPUTY BROSEMER HAD SET THIS 1/2" 
CAPPED REBAR IN 1992. 
1) 23.5’ NORTH TO A FOUND SPIKE & BOTTLECAP IN A CORNER FENCE POST 
2) 1.5’ EAST TO A LINE OF FENCE TO THE NORTH [EXTENDED] 
3) 7’ NORTH TO THE TRAVELED WAY OF COUNTY ROAD 225 TO THE EAST-

EXTENDED 
4) 6’ WEST TO THE TRAVELED WAY OF COUNTY ROAD “G5” TO THE SOUTH-

EXTENDED 
 

CENTER CORNER 18-18-11   
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