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NORTH 1/16TH CORNER OF THE NORTHEAST 1/4 OF SECTION 29, TOWNSHIP 18 SOUTH, 
RANGE 12 EAST 
 
1) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN SURVEY NUMBER 64 OF THE 7TH TERM, A PERMANENT SURVEY 
RECORDED IN SURVEY BOOK “B” ON PAGE 212 DATED JULY 23, 1872 TO FIND THE 
CORNERS OF THE WEST 1/2 OF THE NORTHEAST 1/4 OF SECTION 29-18-12, SAID 
THAT HE SET A STONE FOR THE PERMANENT 1/2/4 CORNER ON THE NORTH LINE 
OF THE NORTHEAST 1/4 OF SECTION 29-18-12 ON LINE AND HALFWAY BETWEEN 
THE STONE THAT HE FOUND AT THE NORTH 1/4 CORNER OF SECTION 29-15-12 AND 
THE STONE THAT HE FOUND AT THE NORTHEAST CORNER OF SECTION 29-15-12 ON 
THIS PERMANENT SURVEY. 

 HIS SURVEY NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 1,322’ WEST TO THE STONE HE FOUND AT THE 1/4 CORNER BETWEEN SECTIONS 

20 & 29-18-12 
2) 1,322’ EAST TO THE STONE HE FOUND AT THE CORNER OF SECTIONS 20, 21, 28 & 

29-18-12 
 
2) POLLY A. JONES, L.S. 1130, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED AUGUST 24, 2001, FOR JOB NUMBER 01049-02, SURVEY 
F29001 IN THE SURVEY FILE FOR TOWNSHIP 18-12 FOR A SURVEY OF THE 
NORTHWEST QUARTER OF THE NORTHEAST QUARTER OF SECTION 29-18-12, SAID 
THAT SHE SET A 1/2” X 24” REBAR WITH HER “LS 1130” CAP FOR THE NORTH 
1/16TH CORNER OF THE NORTHEAST 1/4 OF SECTION 29-18-12 ON TRUE LINE AND AT 
HALF THE DISTANCE BETWEEN THE NORTH 1/4 CORNER AND THE NORTHEAST 
CORNER OF SECTION 29-18-12. 
1)    25.65’ NORTH TO A MASONRY NAIL & WASHER IN A LONE HEDGE POST 
2) 34.40’ SOUTH TO THE NORTH FACE OF A HEDGE TREE AT THE RIGHT-OF-WAY 

LINE 
3) 45.30’ SW TO A MASONRY NAIL & WASHER IN A HEDGE POST [THE FIRST ONE 

WEST OF CORNER] 
4) 6.0’ SOUTH TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 210 
5) 41.75’ SE TO A 40 D NAIL & WASHER IN A HEDGE FENCE POST 
HER SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 1,325.13’ WEST TO THE 1/2" REBAR SHE FOUND AT THE NORTH 1/4 CORNER OF 

SECTION 29-18-12 
2) 1,325.13’ EAST TO THE 5/8” REBAR WITH A LYON COUNTY CAP SHE FOUND AT 

THE NORTHEAST CORNER OF SECTION 29-18-12 
3) 1,326.77’ SOUTH TO THE 1/2" REBAR WITH HER “LS 1130” CAP SHE SET FOR THE 

CENTER CORNER OF THE NE1/4 OF SECTION 29-18-12 
4) 2,653.54’ SOUTH TO THE THEORETICAL POSITION FOR THE SOUTH 1/16TH 

CORNER OF THE NE1/4 OF SECTION 29-18-12 
 
3) AARON C. DAVIS, L.S. 1368, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED OCTOBER 12, 2009 FOR PROJECT NUMBER 09262-02, 
SURVEY F29002 IN THE SURVEY FILE FOR TOWNSHIP 18-12 FOR A SURVEY OF THE 
NORTHEAST QUARTER OF THE NORTHEAST QUARTER AND THE NORTH HALF OF 
THE SOUTHEAST QUARTER OF THE NORTHEAST QUARTER FOR ADAM POWELL, 
SAID THAT HE FOUND THE 1/2” REBAR WITH A “LS 1130” CAP AT THE NORTH 
1/16TH CORNER OF THE NORTHEAST 1/4 OF SECTION 29-18-12 FROM EXISTING 
REFERENCES ON FILE AT THE LYON COUNTY ROAD AND BRIDGE DEPARTMENT. 
1) 25.65’ NORTH TO A MASONRY NAIL & WASHER IN A LONE FENCE POST 
2) 133.80’ SW TO A RAILROAD SPIKE IN A POWER POLE  
3) 30.00 SOUTH TO A 1/2" REBAR WITH “LS 1130” CAP [HORIZONTAL TIE] 
4) 41.75’ SE TO A  40 D NAIL & WASHER IN A HEDGE FENCE POST 

HIS TIES ARE ON PAGE 2 
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5) 4.5’ WEST TO A LINE OF FENCE TO THE NORTH EXTENDED  
6) 6.0’ SOUTH TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 210 
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 1,325.04’ WEST TO THE 1/2" REBAR HE FOUND AT THE NORTHWEST CORNER OF 

THE NE1/4 OF SECTION 29-18-12 
2) 1,325.04’ EAST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT 

THE NORTHEAST CORNER OF SECTION 29-18-12 
3) 30’ SOUTH TO THE 1/2" REBAR WITH “LS 1130” HE FOUND 
4) 1,326.84’ SOUTH TO THE 1/2" REBAR WITH A “LS 1130” CAP HE FOUND AT THE 

CENTER OF THE NE1/4 OF SECTION 29-18-12 
5) 1,990.13’ SOUTH TO THE 1/2" REBAR WITH HIS “LS 1368” CAP HE SET FOR THE 

NORTHWEST CORNER OF THE S1/2 OF THE SE1/4 OF THE NE1/4 OF SEC. 29-18-12 
6) 2,653.42’ SOUTH TO THE THEORETICAL POSITION FOR THE SOUTH 1/16TH 

CORNER OF THE NE1/4 OF SECTION 29-18-12   
 
4) STEVEN S. BROSEMER, P.S. 752, IN A LAND SURVEY REFERENCE REPORT DATED 

OCTOBER 2, 2016 FOR HIS PROJECT NUMBER 16240-02, SURVEY F29003 IN THE 
SURVEY FILE FOR TOWNSHIP 18-12 FOR THE SURVEY OF A 20.0 ACRE TRACT IN 
THE NORTHWEST 1/4 OF THE NORTHEAST 1/4 OF SECTION 29-18-12 FOR MICHAEL 
AND ALIZON ROTH, SAID THAT HE FOUND THE EXISTING RECORD 1/2" IRON 
BAR WITH “PS 1130” CAP AT THE NORTH 1/4 CORNER OF SECTION 29-18-12 FROM 
EXISTING REFERENCE TIES BY A. C. DAVIS, P.S. 2368 IN 2009 FOR PROJECT NUMBER 
09262-02 AND ON FILE AT THE LYON COUNTY ENGINEER’S OFFICE.   
1) 25.65’ NORTH TO A MASONRY NAIL & WASHER IN A LONE HEDGE POST  
2) 30.00’ SOUTH TO A 1/2" REBAR WITH “PS 1130” CAP [HORIZONTAL TIE] 
3) 29.55’ SOUTH TO A MASONRY NAIL & WASHER IN A CORNER FENCE POST 
4) 41.75’ SE TO A 40 D NAIL & WASHER IN A HEDGE FENCE POST  
5) 6.0’ SOUTH TO THE CENTERLINE OF THE TRAVELED WAY FOR COUNTY ROAD 

210  
6) 1,325.18’ WEST TO A 1/2" IRON BAR OVER A 5/8” IRON BAR  
HIS PLAT OF SURVEY SHOWS THE FOLLOWING INFORMATION: 
1) 235.18’ WEST TO THE NORTHEAST CORNER OF THE 20.0 ACRE TRACT, AS 

WITNESSED BY THE 1/2" X 24” IRON BAR WITH HIS “PS 752 S. BROSEMER” CAP 
HE SET AS A WITNESS CORNER  

2) 1,285.18’ WEST TO THE 1/2" X 24” IRON BAR WITH HIS “PS 752 S. BROSEMER” CAP 
HE SET FOR THE POINT OF BEGINNING OF THE 20.0 ACRE TRACT  

3) 1,235.18’ WEST TO THE 1/2" REBAR HE FOUND FROM REFERENCE TIES AT THE 
NORTHWEST CORNER OF THE NE1/4 OF SECTION 29-18-12 

 
NORTH SIXTEENTH CORNER NORTHEAST QUARTER 29-18-12 
 

  


