
WEST 1/4 CORNER SECTION 09, TOWNSHIP 18 SOUTH, RANGE 13 EAST 
 
1) ON PAGE 642 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 18" X 12" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 8 & 9-18-13. 

 
2) MATTHEW BROWN, COUNTY SURVEYOR FROM 1888 TO 1900, AND 1914, BY J. MAX 

YINGLING, DEPUTY COUNTY SURVEYOR, IN SURVEY RECORDED IN PERMANENT 
SURVEY BOOK 1 ON PAGE 85 AT THE REQUEST OF EDWIN D. JONES, SHOWS ON HIS 
DRAWING THAT HE FOUND THE STONE IN PLACE AT THE EAST 1/4 CORNER OF 
SECTION 8-18-13 ON THIS PERMANENT SURVEY.  THE SURVEY WAS COMPLETED 
ON JUNE 8, 1911 AND ENTERED ON AUGUST 19, 1911.  SEE ALSO PACKET “M 167” IN 
MISCELLANEOUS DRAWER 8 IN THE VAULT IN THE COUNTY ENGINEER’S OFFICE. 

 
3) E. C. GOLDSMITH, COUNTY ENGINEER FROM 1944 TO 1949, BY LESLIE M. GOULD, 

L.S. 142, DEPUTY COUNTY SURVEYOR, IN AN INFORMAL SURVEY RECORDED IN 
PERMANENT SURVEY BOOK 1 ON PAGE 147 AT THE REQUEST OF B. F. PRICE OF 
READING, KANSAS TO LOCATE THE SOUTH LINE OF SECTION 29-18-13 AND EAST 
LINES OF SECTIONS 20 AND 29-18-13, SAID THAT HE FOUND THE STONE IN PLACE 
AT THE WEST 1/4 CORNER OF SECTION 9-18-13 ON THIS INFORMAL SURVEY. 

 1)    34.8’ NE TO THE NORTH GATE POST 
 2)    40.7’ NE TO A REBAR 
 3)    27.5’ SE TO A REBAR 
   
4) THE KRETSINGER REFERENCE TIE BOOK FOR TOWNSHIP 18-13 SHOWS A STONE AT 

THE “SE CORNER NE1/4 SECTION 8-18-13”. 
1)    34.8’ NE OF THE NORTH GATE POST 
2) 40.7’ NE TO A 1/2” DIAMETER REBAR 
3) 27.8’ SE TO A 1/2” DIAMETER REBAR  

 
5) KRETSINGER REFERENCE TIE BOOK NUMBER 13 ON PAGE 2 IN THE MIDDLE OF THE 

PAGE SHOWS A STONE AT THE “W1/4 SECTION 9-18-13”. 
 1)    50’ NE TO A 2” X 1” STAKE 
 2)    50’ SE TO A 2” X 1” STAKE 
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