
CENTER CORNER SECTION 08, TOWNSHIP 19 SOUTH, RANGE 10 EAST 
 
1) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN A ROAD SURVEY RECORDED IN SURVEY BOOK “C” ON PAGE 28 AND 
DATED JUNE 1873, SAID THAT HE FOUND THE POST AT THE CENTER CORNER OF 
SECTION 8-19-10 TO BEGIN THIS ROAD SURVEY.  SEE THE SURVEY FOR THE 
VARYING WIDTH OF THIS ROAD. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) 160 RODS EAST ON THE CENTERLINE OF SECTION 8-19-10 TO THE STONE HE 

FOUND AT THE EAST 1/4 CORNER OF SECTIONS 8-19-10 
 
2) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN A ROAD SURVEY RECORDED IN ROAD RECORD BOOK "A" ON PAGE 215 
[PACKET 76 IN THE VAULT IN THE COUNTY SURVEYOR'S OFFICE] PETITIONED BY 
CHARLES C. LYNCH FOR A COUNTY ROAD IN TOWNSHIP 19-10 THAT HE SURVEYED 
JUNE 5, 1873, AND WAS ESTABLISHED AT A WIDTH FROM 30 FEET TO 50 FEET AS 
SET FORTH ON THE SURVEY PLAT, SAID THAT HE FOUND THE POST AT THE 
CENTER CORNER OF SECTION 8-19-10 ON THE EAST LINE OF PLYMOUTH TOWNSITE 
TO BEGIN THIS ROAD SURVEY.  

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS EAST ON THE 1/2 SECTION LINE FOR 160 RODS TO THE 

EAST 1/4 CORNER OF SECTION 8-19-10 AT 50 FEET WIDE, 25’ EACH SIDE OF THE 
1/2 SECTION LINE; THENCE 

2) EAST ON THE 1/2 SECTION LINE FOR 160 RODS TO THE CENTER CORNER OF 
SECTION 9-19-10 AT 50 FEET WIDE, 15’ ON THE SOUTH AND 35’ ON THE NORTH; 
THENCE 

3) EAST ON THE 1/2 SECTION LINE FOR 80 RODS AT 40 FEET WIDE, 20’ ON EACH 
SIDES OF THE 1/2 SECTION LINE; THENCE 

4) EAST ON THE 1/2 SECTION LINE FOR 80 RODS TO THE EAST 1/4 CORNER OF 
SECTION 9-19-10 AT 30 FEET WIDE, 15’ ON EACH SIDE OF THE 1/2 SECTION LINE; 
THENCE 

5) EAST ON THE 1/2 SECTION LINE FOR 160 RODS TO THE CENTER CORNER OF 
SECTION 10-19-10 AT 40 FEET WIDE, 26’ ON THE NORTH AND 14’ ON THE SOUTH 
SIDE OF THE 1/2 SECTION LINE; THENCE 

6) EAST ON THE 1/2 SECTION LINE FOR 303-1/4 RODS TO THE WEST LINE OF THE 
LOT OF THE COTTONWOOD MEETING HOUSE LOT AT 40 FEET, 20’ ON EACH 
SIDE OF THE 1/2 SECTION LINE, AT A TURN TO THE SOUTH  

7) THIS ROAD INTERSECTS THE 1/2 SECTION LINE AT THE CENTER CORNER OF 
SECTION 11-19-10 AND CONTINUES EAST ON THE 1/2 SECTION LINE FOR 160 
RODS TO THE EAST 1/4 CORNER OF SECTION 11-19-10 AT 40 FEET WIDE, 13’ ON 
THE NORTH AND 27’ ON THE SOUTH; THENCE  

8) EAST ON THE 1/2 SECTION LINE FOR ONE MILE TO THE EAST 1/4 CORNER OF 
SECTION 12-19-10 ON THE RANGE LINE AT 40 FEET WIDE, 20’ ON EACH SIDE OF 
THE 1/2 SECTION LINE, TO END THIS ROAD SURVEY  

 
3) REA BOOK 31 ON PAGE 8 SAYS THAT THEY DROVE AN IRON PIN FOR THE CENTER 

CORNER OF SECTION 8-19-10 AT 2,657.5 FEET SOUTH OF THE SOUTH 1/4 CORNER OF 
SECTION 5-19-10 AND IN THE CENTER OF THE ROAD TO THE EAST. [NOTE:  SEE THE 
TIES DATED OCTOBER 16, 1997 FOR THE STONE AT THE CENTER CORNER OF 
SECTION 8-19-10 – WARREN CHIP WOODS, L.S. 603, COUNTY SURVEYOR] 

 1)    42.5’ SE TO A WITNESS PIN 
 2)    34’ SW TO A WITNESS PIN 
 3)    11-7-1947:  DIDN’T FIND SE PIN, SO TIED IT TO THE WEST END OF THE STONE 

       WALL EAST OF THE CENTER OF THE SECTION AT 48.1’ 
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4) THE KRETSINGER REFERENCE TIE BOOK FOR TOWNSHIP 19-10 SHOWS AN IRON 
PIN AT THE “SW CORNER NE1/4 OF SECTION 8-19-10”.   

 1)    42’ SE TO A WITNESS [REA] 
 2)      2’ NORTH TO A TELEPHONE POLE 
 3)    34’ SW TO A WITNESS 
 4)    18’ NW OF A TELEPHONE POLE 
 
5) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED OCTOBER 16, 1997, FOR PROJECT NUMBER 97249-02, 
SAID THAT HE SEARCHED WITH A COUNTY MOTOR GRADER AND HE FOUND THE 
STONE AT THE CENTER CORNER OF SECTION 8-19-10.  HE SET A 1/2” REBAR WITH 
A “GEOTECH” CAP OVER THE STONE. 
1)    46.0’ WEST TO A SPIKE IN THE TOP OF A CORNER FENCE POST 
2) 99.5’ ESE TO A 4.5” DIAMETER OAK TREE 
3) 66.70’ EAST TO A SPIKE IN THE NORTHWEST CORNER OF THE BRIDGE DECK 
4)   8.3’ SOUTH TO THE CENTERLINE OF THE ROAD TO THE EAST 
5) 19.8’ WEST TO THE CENTERLINE TRAVELED WAY OF THE ROAD NORTH-SOUTH 
6) K.D.O.T. COORDINATES: 

NORTH = 643029.724 EAST = 2622798.454 
HIS DRAWING ON HIS REFERENCE REPORT SHOWS THE FOLLOWING: 
1) 2,649.67’ WEST TO THE WEST 1/4 CORNER OF SECTION 8-19-10 
2) 2,649.62’ NORTH TO THE NORTH 1/ CORNER OF SECTION 8-19-10 
3) 2,654.33’ EAST TO THE EAST 1/4 CORNER OF SECTION 8-19-10 
4) 2,654.17’ SOUTH TO THE SOUTH 1/4 CORNER OF SECTION 8-19-10 AS MARKED BY 

WITNESS CORNERS 
 

6) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 
REFERENCE REPORT DATED SEPTEMBER 17, 2007 FOR PROJECT NUMBER 07319-02, 
SURVEY F08001 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR A SURVEY OF THE 
EAST HALF OF THE NORTHEAST QUARTER AND THE NORTH HALF OF THE 
NORTHWEST QUARTER OF THE NORTHEAST QUARTER OF SECTION 8-19-10 FOR 
MERT DEBOER, SAID THAT HE FOUND THE 1/2” REBAR WITH A “GEOTECH” CAP 
OVER THE STONE AT THE CENTER CORNER OF SECTION 8-19-10 FROM HIS 
EXISTING REFERENCE TIES ON FILE AT THE COUNTY ENGINEER'S OFFICE DATED 
OCTOBER 1997. 
1) 46.0’ WEST TO A SPIKE IN THE TOP OF A CORNER FENCE POST 
2) 99.5’ ESE TO A 4-1/2” DIAMETER OAK TREE 
3) 66.70’ EAST TO A SPIKE IN THE NORTHWEST CORNER OF THE BRIDGE DECK 
4) 19.8’ WEST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “B5” 

NORTH-SOUTH 
5) 8.4’ SOUTH TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 155 TO 

THE WEST  
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 1,324.78’ NORTH TO THE THEORETICAL POSITION FOR THE NORTHWEST 
CORNER OF THE SW1/4 OF THE NE1/4 OF SECTION 8-19-10 

2) 1,987.17’ NORTH TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE 
SOUTHWEST CORNER OF THE N1/2 OF THE NW1/4 OF THE NE1/4 OF SEC. 8-19-10 

3) 2,649.56’ NORTH TO THE 1/2" REBAR HE FOUND AT THE NORTHWEST CORNER 
OF THE NE1/4 OF SECTION 8-19-10 

4) 1,327.18’ EAST TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE 
SOUTHWEST CORNER OF THE E1/2 OF THE NE1/4 OF SECTION 8-19-10 

5) 2,654.35’ EAST TO THE 5/8” REBAR WITH A KDOT CAP HE FOUND AT THE 
SOUTHEAST CORNER OF THE NE1/4 OF SECTION 8-19-10 
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7) JEFFREY A. KUBOTA, L.S. 1538, OF PROFESSIONAL ENGINEERING CONSULTANTS, 
P.A., IN A LAND SURVEY REFERENCE REPORT DATED DECEMBER 7, 2011 FOR 
PROJECT NUMBER 11A30, SAID THAT HE FOUND THE 1/2" REBAR WITH 
“GEOTECH” CAP 0.50 FEET BELOW THE GRAVEL AT THE CENTER CORNER OF 
SECTION 8 BY REFERENCE REPORTS PROVIDED BY THE KANSAS STATE 
HISTORICAL SOCIETY.  HE HAD THE FOLLOWING HORIZONTAL TIES: 
1) 46.05’ WEST TO A SPIKE IN THE TOP OF A CORNER FENCE POST 
2) 87.54’ ESE TO THE CENTERLINE OF A BRASS DISC IN THE WINGWALL MARKED 

LYON COUNTY BM 363 
3) 73.62’ EAST TO A CHISELED “+” IN THE CENTERLINE OF THE NORTH 

HEADWALL OF A RCB 
4) 8.40’ SOUTH TO CENTERLINE OF THE ROAD TO THE EAST 
5) 19.80’ WEST TO THE CENTERLINE TRAVELED WAY OF THE COUNTY ROAD “B5” 

NORTH/SOUTH  
6) NOTE: THIS CAPPED REBAR IS OVER THE STONE AT THE CENTER CORNER OF 

SECTION 8-19-10 – WARREN CHIP WOODS, L.S. 603, COUNTY SURVEYOR 
 
CENTER CORNER SECTION 08-19-10   
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