NORTH 1/4 CORNER SECTION 11, TOWNSHIP 19 SOUTH, RANGE 10 EAST

1)

2)

3)

4)

ON PAGE 202 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 16" X 13"

X 2-1/2" FOR THE 1/4 CORNER BETWEEN SECTIONS 2 &11-19-10 ON APRIL 7, 1857.

THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:

1) 40.22-1/2 CHAINS WEST TO THE 14” X 12” X 5” LIMESTONE THEY SET FOR THE
CORNER TO SECTIONS 2, 3, 10 & 11-19-10

2) 40.22-1/2 CHAINS EAST TO THE 26” X 5” X 4” LIMESTONE THEY SET FOR THE
CORNER TO SECTIONS 1, 2, 11 & 12-19-10,

MATTHEW BROWN, COUNTY SURVEYOR FROM 1888 TO 1900, AND 1914, IN A ROAD
SURVEY FOR ROAD NUMBER 433 RECORDED IN ROAD RECORD BOOK “D” ON
PAGES 1 THROUGH 4 PETITIONED BY AMOS McKENNA AND OTHERS FOR A ROAD
IN TOWNSHIP 19-10 [PACKET 675 IN THE VAULT IN THE COUNTY SURVEYOR'S
OFFICE] THAT HE SURVEYED ON DECEMBER 7, 1897, WAS ESTABLISHED AS A 40
FOOT WIDE ROAD ON APRIL 15, 1898 AS NOTED BY JACOB JACOB, CHAIRMAN OF
THE BOARD OF COUNTY COMMISSIONERS, ATTESTED TO BY H. E. PEACH, COUNTY
CLERK, AND RECORDED ON DECEMBER 27, 1899 BY MATTHEW BROWN, COUNTY
SURVEYOR, SAID THAT HE FOUND THE STONE AT THE SOUTH 1/4 CORNER OF
SECTION 2-19-10 THAT STANDS EQUAL DISTANCE BETWEEN THE HEDGES FROM
THE NORTH ON THIS ROAD SURVEY. HE NOTED THAT ALL OF THE 1/4 CORNERS
WERE IN AND A STRAIGHT LINE BETWEEN THEM SHALL BE THE CENTER OF THE
ROAD LAYED OUT 20 FEET ON EACH SIDE OF THE CENTER LINE OF THE SECTIONS.
HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:
1) THIS ROAD EXTENDS NORTH ON THE CENTER LINE OF THE SECTION FOR 1
MILE TO THE STONE HE FOUND AT THE NORTH 1/4 CORNER OF SECTION 2-19-10
ON THE TOWNSHIP LINE AT THE TERMINUS OF THIS ROAD SURVEY
2) THIS ROAD EXTENDS SOUTH ON THE CENTER LINE OF THE SECTIONS FOR 1
MILE TO THE STONE HE FOUND AT THE SOUTH 1/4 CORNER OF SECTION 11-19-
10 TO BEGIN THIS ROAD SURVEY

ALVA J. SMITH, COUNTY SURVEYOR FROM 1900 THROUGH 1906, IN SURVEY

NUMBER 163, A ROAD ADDITION SURVEY RECORDED IN SURVEY BOOK “F” ON

PAGE 127 DATED JULY 1906 FOR A ROAD IN TOWNSHIP 19, RANGE 10, SAID THAT

HE FOUND THE STONE AT 21 FEET WEST OF A HEDGE AT THE SOUTH 1/4

CORNER OF SECTION 2-19-10 ON THIS ROAD SURVEY.

HIS SURVEY NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION:

1) 40.11 CHAINS WEST TO THE CUT NOTCH IN A STONE CULVERT FOR THE
SOUTHWEST CORNER OF SECTION 2-19-10, AT 12 FEET WEST AND 21 FEET EAST
OF HEDGES EXTENDING NORTH, HE SET TO BEGIN THIS ROAD SURVEY TO THE
NORTH

2) 60.01-1/2 CHAINS WEST TO THE STONE HE FOUND AT THE SOUTH 1/2/4 CORNER
OF THE SE1/4 OF SECTION 3-19-10, AT 11 FEET WEST OF A HEDGE AND 12-1/2
FEET EAST OF A WIRE FENCE

ALVA J. SMITH, COUNTY SURVEYOR FROM 1900 THROUGH 1906, IN A ROAD
SURVEY FOR ROAD NUMBER 624 RECORDED ON PAGES 365 TO 368 FOR A STRIP OF
GROUND ACQUIRED BY PURCHASE FROM JAMES AND REBECCA STOUT FOR AN
ADDITION TO ROAD NUMBER 27 IN THE SOUTHWEST 1/4 OF SECTION 27-19-10 IN
1906, SAID THAT HE FOUND THE 1/4 STONE AT THE SOUTH 1/4 CORNER OF
SECTION 2-19-10 ON THIS ROAD SURVEY. HE USED THIS STONE AND THE STONE
HE FOUND AT THE 1/2/4 CORNER ON THE SOUTH SIDE OF THE SOUTHEAST 1/4 OF
SECTION 3-19-10 TO SET THE SOUTHWEST CORNER OF SECTION 2-19-10 TO BEGIN
THIS ROAD SURVEY.

HIS INFORMATION IS CONTINUED ON PAGE 2



5)

6)

HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:

1) 40.11 CHAINS WEST TO THE CUT NOTCH IN STONE ON A CULVERT COVER FOR
THE SOUTHWEST CORNER OF SECTION 2-19-10, AT 12 WEST AND 21’ EAST OF
HEDGES EXTENDING NORTH, HE SET FOR THE BEGINNING OF THIS ROAD
SURVEY TO THE NORTH

2) 60.11 CHAINS WEST TO THE STONE HE FOUND AT THE SOUTH 1/2/4 CORNER OF
THE SE1/4 OF SECTION 3-1-19-10

LESLIE M. GOULD, L.S. 142, COUNTY SURVEYOR FROM 1953 TO 1978, IN SURVEY

F11003 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR A SURVEY TO LOCATE

VARIOUS CORNERS IN THE NORTH 1/2 OF THE NORTHEAST 1/4 OF SECTION 11-19-10

DATED AUGUST 23, 1972, SHOWS ON HIS SURVEY DRAWING THE NORTHWEST

CORNER OF THE NORTH 1/2 OF THE NORTHWEST 1/4 OF THE NORTHEAST 1/4 OF

SECTION 11-19-10, BUT HE DOES NOT INDICATE IF HE FOUND OR SET A MONUMENT

AT THIS CORNER.

HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:

1) 659.27° SOUTH TO THE IRON PIN AT THE NORTHWEST CORNER OF THE S1/2 OF
THE NW1/4 OF THE NE1/4 OF SECTION 11-19-11

2) 1,318.54° SOUTH TO THE IRON PIN IN PLACE AT THE SOUTHWEST CORNER OF
THE S1/2 OF THE NW1/4 OF THE NE1/4 OF SECTION 11-19-11

STEVEN S. BROSEMER, L.S. 752, IN A LAND SURVEY REFERENCE REPORT DATED

MARCH 8, 1985, SURVEY F02001 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR A

SURVEY OF THE EAST 660 FEET OF THE SOUTH 660 FEET OF THE NORTHWEST

QUARTER OF SECTION 1-19-10 RECORDED IN VOLUME 413 ON PAGE 875 AT THE

REGISTER OF DEEDS OFFICE ON MARCH 15, 1985, SAID THAT HE EXCAVATED WITH

A COUNTY MAINTAINER FOR THE STONE AT THE SOUTH 1/4 CORNER OF SECTION

2-19-10, BUT HE DID NOT FIND THE STONE. HE FOUND A SPIKE APPROXIMATELY

5.3° WEST OF WHERE HE EVENTUALLY REESTABLISHED THIS CORNER. HE

DEEMED THAT THIS CORNER WAS LOST IN NORTH-SOUTH POSITION AND EITHER

LOST OR OBLITERATED IN EAST-WEST POSITION. HE SET A 1/2” X 24” REBAR

WITH HIS “LS 752” CAP FOR THE SOUTH 1/4 CORNER OF SECTION 2-19-10 ON TRUE

LINE AND AT ONE-HALF WAY BETWEEN THE SOUTHWEST CORNER AND THE

SOUTHEAST CORNER OF SECTION 2-19-10.

1) 20.0’ EAST TO A LINE OF FENCE TO THE SOUTH

2) 20.0° SOUTH TO A LINE OF FENCE TO THE WEST

3) 21.5 SOUTH TO A LINE OF FENCE TO THE EAST

4) IN THE CENTERLINE TRAVELED WAY OF THE COUNTY ROAD EAST-WEST

5) 5.0° WEST TO THE CENTERLINE TRAVELED WAY OF THE COUNTY ROAD
NORTH-SOUTH

HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:

1) 2,654.0° WEST TO THE 5/8” X 9” SQUARE IRON PIN POINTED ON ONE END HE SET
FOR THE SOUTHWEST CORNER OF SECTION 2-19-10

2) 5,284.9° WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT
THE SOUTH 1/4 CORNER OF SECTION 3-19-10

3) 7,915.35° WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT
THE SOUTHWEST CORNER OF SECTION 3-19-10

4) 2,654.0° EAST TO THE 1/2" SQUARE REBAR HE FOUND AT THE SOUTHEAST
CORNER OF SECTION 2-19-10, ATTRIBUTABLE TO Al CHAMNESS

5) 2,640.77 NORTH TO THE 1/2" REBAR WITH HIS “LS 752" CAP HE SET FOR THE
CENTER CORNER OF SECTION 2-19-10

6) 3,300.77 NORTH TO THE 1/2" REBAR WITH HIS “LS 752" CAP HE SET FOR THE
NORTHEAST CORNER OF THE EAST 660" OF THE SOUTH 660" OF THE NE1/4 OF
SECTION 2-19-10

7) 5,265.71° NORTH TO THE 1/2" REBAR WITH HIS “LS 752" CAP HE SET FOR THE
NORTH 1/4 CORNER OF SECTION 2-19-10 ON THE TOWNSHIP LINE




7)

8)

9)

10)

D. R. LEWIS, KDOT SURVEYOR, IN 1988 FOR PROJECT 56-56-K2853-01, SAID THAT HE
FOUND THE 1/2” REBAR WITH THE CAP “BROSEMER LS 752” AT 6” BELOW THE
ROAD SURFACE AT THE NORTH 1/4 CORNER OF SECTION 11-19-10 FROM
REFERENCES BY BROSEMER AND COUNTY ENGINEER’S REFERENCES.

1) 2,689.24’ LEFT OR NORTH OF STATION 345 + 86.47; NW ANGLE = 90°-05’-02"

2) 30.6° SETO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE POST

3) 37.45° WSW TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE POST
4) 345" NETO A SPIKE & KDOT WASHER IN THE TOP OF A LONE FENCE POST

5) 21.5" SOUTH TO A LINE OF FENCE EAST-WEST

6) 20.0° EAST TO A LINE OF FENCE TO THE SOUTH

7) 30.5" WEST TO A LINE OF FENCE TO THE SOUTH

8) INTHE CENTERLINE TRAVELED WAY OF THE ROAD EAST-WEST

STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY

REFERENCE REPORT DATED FEBRUARY 16, 2000, FOR JOB NUMBER 99385-02,

SURVEY F03004 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR A SURVEY OF THE

EAST & WEST HALVES OF THE NORTHEAST QUARTER OF SECTION 3-19-10 AND

THE EAST & WEST HALVES OF THE SOUTHWEST QUARTER OF SECTION 2-19-10,

SAID THAT HE FOUND THE 1/2” REBAR WITH HIS “LS 752” CAP AT THE SOUTH 1/4

CORNER OF SECTION 2-19-10 FROM HIS 1985 TIES OF RECORD.

1) 20.4° SE TO APK NAIL & WASHER IN A CORNER FENCE POST

2) 36.75° SW TO A PK NAIL & WASHER IN A CORNER FENCE POST

3) IN THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 180 EAST-WEST

4) 3 WEST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “E5” NORTH-
SOUTH

HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:

1) 2,640.61° NORTH TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE
CENTER CORNER OF SECTION 2-19-10

2) 1,326.97° WEST TO THE 1/2" REBAR WITH HIS “LS 752" CAP HE FOUND AT THE
SOUTHWEST CORNER OF THE E1/2 OF THE SW1/4 OF SECTION 2-19-10

3) 2,653.94° WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT
THE SOUTHWEST CORNER OF SECTION 2-19-10

4) 5,284.81° WEST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT
THE SOUTH 1/4 CORNER OF SECTION 3-19-10

STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY

REFERENCE REPORT DATED OCTOBER 29, 2004, FOR PROJECT NUMBER 04387-02,

SURVEY F11008 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR A 0.40 ACRE TRACT

IN THE SOUTHWEST QUARTER OF THE SOUTHWEST QUARTER OF THE NORTHEAST

QUARTER OF SECTION 11-19-10, SAID THAT HE FOUND THE 1/2” REBAR WITH HIS

“LS 752 CAP AT THE NORTH 1/4 CORNER OF SECTION 11-19-10 FROM HIS EXISTING

TIES OF RECORD IN THE COUNTY ENGINEER'S OFFICE DATED FEBRUARY 2000.

1) 29.4’ SE TO APK NAIL & WASHER IN A CORNER FENCE POST

2) 36.75° SW TO A PK NAIL & WASHER IN A CORNER FENCE POST

3) IN THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 180 EAST-WEST

4) 3.0 WEST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “E5”
NORTH-SOUTH

HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:

1) 2,634.15° SOUTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT
THE SOUTHWEST CORNER OF THE SW1/4 OF THE SW1/4 OF THE NE1/4 OF
SECTION 11-19-10

LLOYD J. DOBLER, L.S. 541, IN A LAND SURVEY REFERENCE REPORT DATED
AUGUST 10, 2005, FOR A 1999 SURVEY FOR A 31.15 ACRE TRACT IN THE
NORTHWEST 1/4 OF SECTION 11-19-11 FOR PAUL & VIRGINIA MORRIS, SURVEY
F11009 IN THE SURVEY FILE FOR TOWNSHIP 19-10, SAID THAT HE FOUND A 5/8”



11)

12)

IRON BAR OF UNKNOWN ORIGIN AT THE NORTH 1/4 CORNER OF SECTION 11-19-10

FROM REFERENCES. [NOTE: THE 1/2" REBAR WITH “BROSEMER LS 752” CAP HAS

BEEN THE MONUMENT OF RECORD SINCE 1985 - WARREN CHIP WOODS, L.S. 603,

COUNTY SURVEYOR]

1) 36.95° SE TO A NAIL IN A GATE POST

2) 46.00° NW TO A TELEPHONE PEDESTAL

3) 37.77ESETO ANAIL IN A GATE POST

HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:

1) 1,478.26° SOUTH TO THE 1/2" REBAR WITH HIS “DOBLER LS 541” CAP HE SET
FOR THE NORTHEAST CORNER OF THE 31.15 ACRE TRACT

2) 2,634.80° SOUTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT
SOUTHEAST CORNER OF THE NW1/4 OF SECTION 11-19-11

STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY
REFERENCE REPORT DATED APRIL 19, 2007 FOR PROJECT NUMBER 07034, SURVEY
F02007 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR A SURVEY OF THE EAST
HALF OF THE SOUTHWEST QUARTER OF SECTION 2-19-10 FOR LARRY HORTON,

SAID THAT HE FOUND THE 1/2” REBAR WITH HIS “LS 752 CAP AT THE SOUTH 1/4

CORNER OF SECTION 2-19-10 FROM HIS EXISTING REFERENCE TIES ON FILE AT THE

COUNTY ENGINEER'S OFFICE.

1) 37.10° SW TO A CONCRETE NAIL & WASHER IN A CORNER FENCE POST

2) 30.60" SE TO A 40 D NAIL & WASHER IN THE TOP OF A CORNER FENCE POST

4) IN THE CENTERLINE OF THE TRAVELED WAY OF ROAD 180 EAST-WEST

5) 31.65" NE TO A 40 D NAIL IN A CORNER FENCE POST

6) 65.85° NW TO THE TOP CENTER OF A WATER VALVE

HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:

1) 1,326.97° WEST TO THE 1/2" REBAR WITH HIS “LS 752" CAP HE FOUND AT THE
SOUTHWEST CORNER OF THE SE1/4 OF THE SW1/4 OF SECTION 2-19-10 FROM A
PRIOR SURVEY

2) 660.15° NORTH TO THE NORTHEAST CORNER OF THE S1/2 OF THE SE1/4 OF THE
SW1/4 OF SECTION 2-19-10 AS WITNESSED BY THE 1/2" REBAR WITH HIS “LS 752"
CAP HE SET AT 30" WEST

3) 1,320.30° NORTH TO THE NORTHEAST CORNER OF THE N1/2 OF THE SE1/4 OF
THE SW1/4 OF SECTION 2-19-10 AS WITNESSED BY A 1/2" REBAR WITH HIS “LS
752” CAP HE SET AT 30 WEST

4) 2,640.61° NORTH TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE FOUND AT THE
NORTHEAST CORNER OF THE NE1/4 OF THE SW1/4 OF SECTION 2-19-10 FROM A
PRIOR SURVEY

RICHARD J. IMAN, L.S. 1450, OF BG CONSULTANTS, INC. IN A LAND SURVEY
REFERENCE REPORT DATED APRIL 4, 2008 FOR PROJECT NUMBER 07-307E, FOR
SURVEY F02008 DATED MARCH 7, 2008 AND SURVEY F02009 DATED JUNE 3, 2008 IN
THE SURVEY FILE FOR TOWNSHIP 19-10, BOTH SURVEYS FOR A 0.04 ACRE TRACT
IN THE SOUTHEAST QUARTER OF SECTION 2-19-10 FOR LYON COUNTY RWD #2,
SAID THAT HE FOUND THE 1/2” REBAR WITH “BROSEMER” CAP AT THE SOUTH
1/4 CORNER OF SECTION 2-19-10. HE SAID THAT STEVEN S. BROSEMER, L.S. 752, IN
A SECTION CORNER REPORT DATED MARCH 8, 1985, SAID THAT HE RESET THIS
CORNER WITH A 1/2” X 24” REBAR WITH HIS CAP.

1) 37.10° SW TO A CONCRETE NAIL & WASHER IN A CORNER FENCE POST

2) 30.60" SE TO A 40 D NAIL & WASHER IN THE TOP OF A CORNER FENCE POST

3) 3.0’ WEST TO THE CENTERLINE TRAVELED WAY OF NORTH-SOUTH ROAD “E5”
4) ON THE TRAVEL WAY OF EAST-WEST ROAD 180

5) 31.65" NE TO A 40 D NAIL IN A CORNER FENCE POST

6) 65.85" NW TO THE TOP CENTER OF A WATER VALVE

BOTH SURVEY DRAWINGS SHOW THE FOLLOWING INFORMATION:

HIS INFORMATION IS CONTINUED ON PAGE 5



13)

14)

1) 2,190.62° EAST TO THE SOUTHWEST CORNER OF TRACT A

2) 2,350.75° EAST TO THE SOUTHWEST CORNER OF TRACT B, AS WITNESSED BY A
1/2" REBAR WITH “BG CAP” HE SET AT 25’ NORTH

3) 2,420.76° EAST TO THE SOUTHEAST CORNER OF TRACT B, AS WITNESSED BY A
1/2" REBAR WITH “BG CAP” HE AT SET 25 NORTH

4) 2,653.75° EAST TO THE 1/2" REBAR WITH AN UNREADABLE CAP OF UNKNOWN
ORIGIN HE FOUND AT THE SOUTHEAST CORNER OF SECTION 2-19-10

WARREN CHIP WOODS, L.S. 603, COUNTY SURVEYOR, IN A LAND SURVEY

REFERENCE REPORT DATED MAY 27, 2008 FOR PROJECT NUMBER MS05, STAKING

THE RIGHT-OF-WAY AT THE INTERSECTION OF COUNTY ROAD 180 & COUNTY

ROAD “F”, FOUND THE 1/2"" REBAR WITH A MASHED CAP AT 3” DEEP IN THE

GRAVEL ROAD SURFACE AT THE NORTH 1/4 CORNER OF SECTION 11-19-10 FROM

EXISTING REFERENCES ON FILE IN THE COUNTY ENGINEER'S OFFICE BY STEVEN S.

BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, DATED APRIL 2007. I

REPLACED THE MASHED CAP WITH A RED LYON COUNTY CAP. THIS CAPPED

REBAR WAS SET BY STEVEN S. BROSEMER, L.S. 752, IN 1985 WHEN HE DEEMED

THAT THIS CORNER WAS LOST IN NORTH-SOUTH POSITION AND EITHER LOST OR

OBLITERATED IN EAST-WEST POSITION IN A SURVEY FILED IN VOLUME 413 ON

PAGE 875 IN THE REGISTER OF DEEDS OFFICE.

1) 37.1’ SW TO A CONCRETE NAIL & WASHER IN THE NORTHEAST FACE OF A
CORNER FENCE POST

2) 30.6° SETO A 40D NAIL & WASHER IN THE TOP OF A CORNER FENCE POST

3) 314 NETO A 40D NAIL & WASHER IN A CORNER FENCE POST

4) 65.8° NW TO THE TOP CENTER OF A WATER VALVE

5) 4’ WEST TO THE CENTERLINE TRAVELED WAY OF GRAVEL COUNTY ROAD “E5”
NORTH-SOUTH

6) IN THE CENTERLINE TRAVELED WAY OF GRAVEL COUNTY ROAD 180 EAST-
WEST

KARA LaRIVIERE, L.S. 1413, IN A LAND SURVEY REFERENCE REPORT DATED
SEPTEMBER 10, 2012 FOR KDOT PROJECT 50-56 KA-2364-01 AND SURVEY F11010 IN
THE SURVEY FILE FOR TOWNSHIP 19-10, SAID THAT SHE FOUND THE 1/2” REBAR
AT 0.4’ DEEP AT THE NORTH 1/4 CORNER OF SECTION 11-19-10 FROM REFERENCES

BY DENNIS R. LEWIS IN 1988 ON KDOT PROJECT NUMBER 50-56 K-2853-01. KDOT

PROJECT CORNER NUMBER 11400

1) 30.8° SE TO A FOUND SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE
POST

2) 38.9° WSW TO A SET SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE
POST

3) 31.3° NE TO A FOUND SPIKE & KDOT WASHER IN THE SOUTHWEST FACE OF A
LONE FENCE POST

4) 21.0° SOUTH TO AN EAST-WEST FENCE LINE

5) 20.0° EAST TO A LINE OF FENCE TO THE SOUTH

6) 30.4° NW TO THE TOP CENTER OF THE NORTH END OF A 24” CORRUGATED
METAL PIPE

7) 6.0’ WEST TO THE TRAVELWAY OF ROAD “E5”, A GRAVEL ROAD

8) IN THE TRAVELWAY OF EAST-WEST GRAVEL ROAD, 180" ROAD

THE DRAWING SIGNED BY RONALD J. FELDKAMP, L.S. 1491, DATED SEPTEMBER 26,

2012 SHOWS THE FOLLOWING INFORMATION:

1) PROJECT SECTION CORNER COORDINATES X C.A.F. 0.9999176 = STATE PLANE
COORDINATES NAD 27 KANSAS SOUTH ZONE, PER PROJECT K2853-01, OCT. 1988
645985.256 2638635.658 1160.132

2) 2,635.00° SOUTH TO THE 3/4" BAR SHE FOUND FLUSH WITH THE SURFACE AT
THE CENTER CORNER OF SECTION 11-19-10

HER INFORMATION IS CONTINUED ON PAGE 6



3)
4)
5)

6)

5,274.30° SOUTH TO THE 1” SQUARE BAR SHE FOUND FLUSH IN THE SURFACE
OF OLD HIGHWAY 50 AT THE SOUTH 1/4 CORNER OF SECTION 11-19-10

2,653.90° EAST TO THE 1/2" SQUARE BAR WITH KDOT ALUMINUM CAP SHE
FOUND 0.3’ DEEP AT THE NORTHEAST CORNER OF SECTION 11-19-10

5,288.71" EAST TO THE 1/2" SQUARE BAR WITH KDOT ALUMINUM CAP SHE
FOUND 0.3° DEEP AT THE NORTH 1/4 CORNER OF SECTION 12-19-10

7,922.62" EAST TO THE 5/8” BAR WITH A PLASTIC CAP IN A MONUMENT BOX
SHE FOUND AT THE NORTHEAST CORNER OF SECTION 12-19-10 ON THE RANGE
LINE

15) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY
REFERENCE REPORT DATED NOVEMBER 26, 2014, FOR PROJECT NUMBER 13092-02,
SURVEY F02011 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR THE SURVEY OF A
14.73 ACRE TRACT IN THE EAST HALF OF THE SOUTHEAST QUARTER OF SECTION
2-19-10 FOR DALE CURRY, SAID THAT HE FOUND THE 1/2" IRON PIN WITH A
DAMAGED CAP AT THE SOUTH 1/4 CORNER OF SECTION 2-10-10 FROM
REFERENCES BY WARREN CHIP WOODS, HIS PROJECT NUMBER MS05 DATED MAY
27,2005 AND ON FILE AT THE LYON COUNTY ENGINEERS OFFICE.

1)

2)
3)
4
5)

6)

37.10° SW TO A CONCRETE NAIL & WASHER IN THE NORTHEAST FACE OF A
CORNER FENCE POST

30.60" SE TO A 40 D NAIL & WASHER IN THE TOP OF A CORNER FENCE POST
31.40° NE TO A 40 D NAIL & WASHER IN A CORNER FENCE POST

65,80 NW TO THE TOP CENTER OF A RURAL WATER VALVE

IN THE CENTERLINE OF THE TRAVELED WAY OF COUNTY ROAD 180 EAST-
WEST

4.00° WEST TO THE CENTERLINE OF THE TRAVELED WAY OF COUNTY ROAD
“E5” NORTH-SOUTH

HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:

1)

2)

3)

1,236.95° EAST TO THE 1/2” X 24” IRON PIN WITH HIS “S. BROSEMER” CAP HE SET
FOR THE SOUTHWEST CORNER OF THE E1/2 OF THE SE1/4 OF SECTION 2-19-10,
AND THE SOUTHWEST CORNER OF THE 14.73 ACRE TRACT, AS WITNESSED BY
THE 1/2” X 24” IRON PIN WITH HIS “S. BROSEMER” CAP HE SET AT 40.00° NORTH
2,190.97" EAST TO THE 1/2" IRON PIN HE FOUND AT THE SOUTHEAST CORNER
OF THE 14.73 ACRE TRACT, AS WITNESSED BY THE 1/2" X 24” IRON PIN HE SET
AT 30.00° NORTH

2,653.90" EAST TO THE 1/2" IRON PIN WITH AN ALUMINUM CAP HE FOUND AT
THE SOUTHEAST CORNER OF THE SE1/4 OF SECTION 2-19-10

NORTH QUARTER CORNER SECTION 11-19-10



