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NORTH 1/4 CORNER SECTION 12, TOWNSHIP 19 SOUTH, RANGE 10 EAST 
 
1) ON PAGE 196 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 12" X 12" 
X 6" FOR THE 1/4 CORNER BETWEEN SECTIONS 1 & 12-19-10 ON APRIL 4, 1857. 

 THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) 39.92-1/2 CHAINS WEST TO THE 26” X 5” X 4” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 1, 2, 11 & 12-19-10 
2) 39.92-1/2 CHAINS EAST TO THE 24” X 11” X 2-1/2” LIMESTONE THE SET FOR THE 

CORNER TO SECTION 1 & 12-19-10 ON THE EAST TOWNSHIP BOUNDARY   
 
2) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN A ROAD SURVEY RECORDED IN SURVEY BOOK “C” ON PAGE 28 AND 
DATED JUNE 1873, SAID THAT HE FOUND THE STONE AT THE NORTH 1/4 CORNER 
OF SECTION 12-19-10 ON THIS ROAD SURVEY. 

 
3) LARGE SURVEY SR #01003 IN THE SURVEY DRAWER FOR TOWNSHIP 19-10 SHOWS 

ON THE SURVEY DRAWING THAT THEY SET AN IRON PIN AT THE SOUTH 1/4 
CORNER OF SECTION 1-19-10.  THERE IS NO NAME OR DATE ON THE SURVEY, BUT 
A PENCIL NOTE FOR THE NORTHWEST CORNER OF SECTION 6-19-11 SHOWS “IRON 
PIN SET 8/9/56”. 

 THE SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
 1)    2,635.05’ WEST TO THE IRON PIN AT THE SOUTHWEST CORNER OF SEC. 1-19-10 
 2)    2,635.05’ EAST TO THE IRON PIN AT THE SOUTHEAST CORNER OF SEC. 1-19-10 
 
4) THE KRETSINGER REFERENCE TIE BOOK FOR TOWNSHIP 19-10 SHOWS AN IRON 

PIN AT THE “S1/4 CORNER SECTION 1-19-10”. 
 1)    15.1’ SOUTH TO A SPIKE IN THE NEAR TELEPHONE POLE 
 2)    29.3’ NW TO A SPIKE IN THE TOP OF A BRACE POST 
 3)    25.7’ NORTH TO A SPIKE IN THE TOP OF A CORNER POST 
 
5) LESLIE M. GOULD, L.S. 142, COUNTY SURVEYOR FROM 1953 TO 1978, IN SURVEY 

F01010 IN THE SURVEY FILE FOR TOWNSHIP 19-10 DATED NOVEMBER 3, 1972 AND 
OCTOBER 26, 1973, SHOWS ON HIS SURVEY DRAWING AN IRON PIN AT THE SOUTH 
1/4 CORNER OF SECTION 1-19-10.  THERE ARE NO TIES ON THE SURVEY. 

 
6) LESLIE M. GOULD, L.S. 142, COUNTY SURVEYOR FROM 1953 TO 1978, IN SURVEY 

F01011 IN THE SURVEY FILE FOR TOWNSHIP 19-10 DATED NOVEMBER 3, 1972 
SHOWS ON HIS SURVEY DRAWING AN IRON PIN AT THE SOUTHWEST CORNER OF 
THE SOUTHEAST 1/4 OF SECTION 1-19-10.  THERE ARE NO TIES ON THE SURVEY. 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 2,634.70’ EAST TO THE “MONUMENT” AT THE SOUTHEAST CORNER OF SECTION 

1-19-10 – NOT DESCRIBED  
 
7) D. R. LEWIS, KDOT SURVEYOR, IN 1988 FOR PROJECT 50-56-K2853-01, SAID THAT HE 

FOUND A 1/2” IRON REBAR AT 4” BELOW THE ROAD SURFACE AT THE NORTH 
1/4 CORNER OF SECTION 12-19-10 FROM REFERENCES IN THE COUNTY ENGINEER’S 
OFFICE.  HE SET A STANDARD KDOT ALUMINUM CAP ON THE REBAR CENTER 
PUNCHED AND STAMPED “N 1/4 COR 12-19-10”. 
1) 2,654.82’ LEFT [NORTH[ OF STATION 398+74,76; NE ANGLE = 89°-54’37” 
2) 24.8’ NORTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST 
3) 26.0’ SOUTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST 
4) 49.3’ SW TO A SPIKE & KDOT WASHER IN A 40” ELM TREE 

HIS TIES ARE CONTINUED ON PAGE 2 
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5) 53.5’ WEST TO THE EAST FACE OF A CONCRETE BUILDING THAT EXTENDS 
SOUTH 

6) IN LINE WITH A HEDGE ROW TO THE NORTH 
7) IN LINE WITH FENCE TO THE SOUTH 
8) IN THE CENTERLINE TRAVELED WAY OF THE ROAD EAST—WEST  

   
8) MARION WAYNE BLACKBOURN, L.S. 1127, DEPUTY COUNTY SURVEYOR, IN A 

LAND SURVEY REFERENCE REPORT DATED APRIL 12, 1994, FOR JOB NUMBER 94-03-
51, SURVEY F01012 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR THREE TRACTS 
IN THE SOUTHWEST QUARTER OF SECTION 1-19-10, SAID THAT HE FOUND THE 1/2” 
REBAR WITH AN ALUMINUM KDOT CAP AT THE SOUTH 1/4 CORNER OF SECTION 
1-19-10 FROM TIES OF RECORD. 
1) 23.0’ NORTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST 
2) 22.25’ SOUTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST 
3) 48.75’ WSW TO A SPIKE & KDOT WASHER IN A 40” ELM TREE 
4)   1.5’ NORTH TO THE CENTERLINE TRAVELED WAY OF ROAD 180 EAST—WEST 
5)   1.0’ EAST TO A HEDGE ROW TO THE NORTH 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 2,634.81’ WEST TO THE 1/2" REBAR WITH A KDOT ALUMINUM CAP HE FOUND 

AT THE SOUTHWEST CORNER OF SECTION 1-19-10 
 
9) FRED I. GIBBS, L.S. 387, BG CONSULTANTS, INC., FOR JOB NUMBER E97-255, SAID 

THAT HE FOUND THE 1/2” REBAR WITH AN ALUMINUM KDOT CAP AT 6” BELOW 
THE ROAD SURFACE AT THE NORTH 1/4 CORNER OF SECTION 12-19-10 FROM TIES 
OF RECORD IN THE COUNTY ENGINEERS OFFICE. 

 1)    24.2’ NORTH TO A SPIKE & KDOT WASHER IN A CORNER FENCE POST 
 2)    25.8’ SOUTH TO A SPIKE & KDOT WASHER IN A CORNER FENCE POST 
 3)    48.8’ WSW TO A SPIKE & KDOT WASHER IN A 40” ELM TREE 
 4)    2’ NORTH TO THE CENTERLINE TRAVELED WAY OF ROAD 180 EAST-WEST  
 
10) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED OCTOBER 25, 2001, FOR PROJECT NUMBER 01414-02, 
SAID THAT HE FOUND THE 1/2” SQUARE REBAR WITH AN ALUMINUM KDOT 
CAP AT THE NORTH 1/4 CORNER OF SECTION 1219-10 FROM EXISTING REFERENCE 
TIES ON FILE AT THE COUNTY ENGINEER'S OFFICE.  
1) 24.1’ NORTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST 
2) 25.7’ SOUTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST  
3) 64.7’ ESE TO A 40 D SPIKE & WASHER IN THE TOP OF A FENCE POST 
4) 2.0’ NORTH TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 180 EAST-

WEST 
5) 2.5’ WEST TO A HEDGE ROW TO THE NORTH  
6) 1.0’ WEST TO A FENCE TO THE SOUTH  
HIS DRAWING ON HIS REFERENCE REPORT SHOWS THE FOLLOWING: 
1) 2,634.06’ EAST TO THE SOUTHEAST CORNER OF SECTION 1-19-10 
2) COORDINATES FOR THIS CORNER BASED ON THE SOUTHEAST CORNER OF 

SECTION 6-19-11 HAVING N. 10,000.00  E. 10,000.00: 
NORTH 10,024.516 EAST 7,366.057 

 
11) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN SURVEY F12008 IN 

THE SURVEY FILE FOR TOWNSHIP 19-10 FOR A SURVEY OF THE NORTHWEST 
QUARTER OF SECTION 12-19-10 FOR PROJECT NUMBER 02126-02 DATED MAY 14, 
2002 SHOWS ON HIS SURVEY DRAWING THAT HE FOUND A 1/2” REBAR WITH A 
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KDOT ALUMINUM CAP AT THE NORTH 1/4 CORNER OF SECTION 12-19-10.  HIS TIES 
ARE MISSING FROM THE SURVEY TIE FILES.   

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 2,634.78’ WEST TO THE 1/2” REBAR WITH A KDOT ALUMINUM CAP HE FOUND 

AT THE NORTHWEST CORNER OF SECTION 12-19-10 
2) 2,640.72’ SOUTH TO THE 1/2" REBAR WITH THE REMAINS OF A YELLOW CAP HE 

FOUND AT THE SOUTHEAST CORNER OF THE NW1/4 OF SECTION 12-19-10 
 

12) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 
REFERENCE REPORT DATED JANUARY 13, 2008, FOR PROJECT NUMBER 07268-02, 
SURVEY F01013 IN THE SURVEY FILE FOR TOWNSHIP 19-10 TO SURVEY THE SOUTH 
35 ACRES OF THE EAST HALF OF THE SOUTHEAST QUARTER OF SECTION 1-19-10 
FOR JOHN MALLON, SAID THAT HE FOUND THE 1/2” SQUARE REBAR WITH AN 
ALUMINUM KDOT CAP AT THE SOUTH 1/4 CORNER OF SECTION 1-19-10 FROM HIS 
EXISTING REFERENCE TIES ON FILE AT THE COUNTY ENGINEER'S OFFICE.  

 1)    24.45’ NORTH TO A 40 D NAIL & WASHER IN THE WEST SIDE OF A CORNER POST 
2) 26.00’ SOUTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER POST 
3) 64.70’ ESE TO A 40 D SPIKE & WASHER IN THE TOP OF A FENCE POST 
4) 2.50’ WEST TO A HEDGE ROW TO THE NORTH   
5) 1.0’ WEST TO A FENCE TO THE SOUTH   
6) 2.0’ NORTH TO THE TRAVELED WAY OF GRAVEL ROAD COUNTY 180 EAST-

WEST 
7) 25.0’ SOUTH TO A 1/2” X 24” REBAR WITH HIS CAP [HORIZONTAL TIE] 
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 1,317.23’ EAST TO THE 1/2" REBAR OF UNCERTAIN ORIGIN HE FOUND AT THE 

SOUTHWEST CORNER OF THE SE1/4 OF THE SE1/4 OF SECTION 1-19-10 
2) 1,975.64’ EAST TO THE THEORETICAL POSITION FOR THE SOUTHWEST CORNER 

OF THE SE1/4 OF THE SE1/4 OF THE SE1/4 OF SECTION 1-19-10 
3) 2,634.06’ EAST TO THE 5/8” REBAR WITH A LYON COUNTY CAP IN A 

MONUMENT WELL HE FOUND AT THE SOUTHEAST CORNER OF THE SE1/4 OF 
SECTION 1-19-10 

4) 1,320.46’ NORTH TO THE THEORETICAL POSITION FOR THE NORTHWEST 
CORNER OF THE SW1/4 OF THE SE1/4 OF SECTION 1-19-10 

5) 2,640.92’ NORTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT 
THE NORTHWEST CORNER OF THE SE1/4 OF SECTION 1-19-10 

 
13) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED NOVEMBER 20, 2009 FOR PROJECT NUMBER 09316-02, 
SURVEY F12010 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR THE SURVEY OF A 
10.0 ACRE TRACT IN THE NORTHEAST QUARTER OF SECTION 10-19-10, SAID THAT 
HE FOUND THE 1/2” REBAR WITH AN ALUMINUM CAP AT THE NORTH 1/4 
CORNER OF SECTION 12-19-10 FROM HIS EXISTING REFERENCES ON FILE IN THE 
COUNTY ENGINEER'S OFFICE. 
1) 24.45’ NORTH TO A 40 D NAIL & WASHER IN THE WEST SIDE OF A CORNER 

FENCE POST 
2) 26.00’ SOUTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST 
3) 64.70’ ESE TO A 40 D SPIKE & WASHER IN THE TOP OF A FENCE POST 
4) 2.50’ WEST TO A HEDGE ROW TO THE NORTH  
5) 1.0’ WEST TO A FENCE TO THE NORTH 
6) 2.0’ NORTH TO THE TRAVELED WAY OF GRAVEL COUNTY ROAD 180 EAST-

WEST 
   HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 2,634.00’ EAST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT 
THE NORTHEAST CORNER OF THE NE1/4 OF SECTION 12-19-10 

CONTINUED ON PAGE 4 
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14) RICHARD J. IMAN, L.S. 1450, OF BG CONSULTANTS, INC. IN A LAND SURVEY 
REFERENCE REPORT DATED OCTOBER 20, 2010 FOR PROJECT NUMBER 10-1225E, 
SAID THAT HE FOUND THE 1/2” REBAR WITH AN ALUMINUM CAP AT THE NORTH 
1/4 CORNER OF SECTION 12-19-10 USING PREVIOUS REFERENCES BY STEVEN S. 
BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, DATED NOVEMBER 20, 2009. 
1) 24.45’ NORTH TO A FOUND 40 D NAIL IN THE WEST SIDE OF A CORNER FENCE 

POST 
2) 26.00’ SOUTH TO A FOUND SPIKE & KDOT WASHER IN THE TOP OF A CORNER 

FENCE POST 
3) 64.6’ ESE TO A FOUND 40 D SPIKE & WASHER IN THE TOP OF A FENCE POST 
4) 2.5’ WEST TO A HEDGE ROW TO THE NORTH 
5) 1.0’ WEST TO A FENCE TO THE SOUTH 
6) 2.0’ NORTH TO THE TRAVEL WAY OF GRAVEL COUNTY ROAD 180 EAST-WEST  

 
15) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED MAY 4, 2012 FOR PROJECT NUMBER 12051-02, SURVEY 
F12012 IN THE SURVEY FILE FOR TOWNSHIP 19-10 FOR THE SURVEY OF AN 
EASEMENT FOR AN EXISTING GAS LINE ALONG THE WEST LINE OF SECTION 12-19-
10 FOR EMPORIA ENTERPRISES, SAID THAT HE FOUND THE 1/2" IRON PIN WITH A 
KDOT CAP AT THE NORTH 1/4 CORNER OF SECTION 12-19-10 FROM HIS EXISTING 
REFERENCE TIES ON FILE AT THE COUNTY SURVEYORS OFFICE FROM 2002. 
1) 32.6’ NORTH TO THE TOP OF A WATER VALVE 
2) 59.85’ NW TO A CONCRETE NAIL & WASHER IN THE WEST SIDE OF A 24” HEDGE 
3) 76.65’ SW TO THE TOP BOLT ON A FIRE HYDRANT 
4) 35.5’ SSW TO THE TOP CENTER OF A WATER VALVE 
5) 26.0’ SOUTH TO A SPIKE & KDOT WASHER IN THE TOP OF A CORNER FENCE 

POST 
6) 2.0’ NORTH TO THE TRAVELED WAY OF GRAVEL COUNTY ROAD 180 EAST-

WEST 
7) 1’ WEST TO A FENCE TO THE SOUTH  
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 2,634.78’ WEST TO THE 1/2” REBAR WITH A 2” ALUMINUM CAP HE FOUND AT 

THE NORTHWEST CORNER OF THE NW1/4 OF SECTION 12-19-10 
 
13) KARA LaRIVIERE, L.S. 1413, IN A LAND SURVEY REFERENCE REPORT DATED 

SEPTEMBER 10, 2012 FOR KDOT PROJECT 50-56 KA-2364-01 AND SURVEY F11010 IN 
THE SURVEY FILE FOR TOWNSHIP 19-10, SAID THAT SHE FOUND THE 1/2” SQUARE 
BAR WITH A KDOT ALUMINUM CAP AT 0.5’ DEEP AT THE NORTH 1/4 CORNER OF 
SECTION 12-19-10 FROM REFERENCES BY DENNIS R. LEWIS IN 1988 ON KDOT 
PROJECT NUMBER 50-56 K-2853-01.  KDOT PROJECT CORNER NUMBER 12400 
1) 26.0’ SOUTH TO A FOUND SPIKE & KDOT WASHER IN THE TOP OF A RAILROAD 

TIE CORNER FENCE POST 
2) 60.1’ NW TO A FOUND SPIKE & WASHER IN THE WEST FACE OF A 40” DIAMETER 

HEDGE TREE 
3) 76.7’ ESE TO THE TOP OF A FIRE HYDRANT 
4) 32.8’ NNE TO THE TOP CENTER OF A WATER VALVE 
5) IN LINE WITH A HEDGE ROW TO THE NORTH 
6) IN LINE WITH A FENCE LINE TO THE SOUTH  
7) IN THE TRAVELWAY OF EAT-WEST GRAVEL ROAD, 180TH ROAD 
THE DRAWING SIGNED BY RONALD J. FELDKAMP, L.S. 1491, DATED SEPTEMBER 26, 
2012 SHOWS THE FOLLOWING INFORMATION: 
1) PROJECT SECTION CORNER COORDINATES X C.A.F. 0.9999176 = STATE PLANE 

COORDINATES NAD 27 KANSAS SOUTH ZONE, PER PROJECT K2853-01, OCT. 1988 
646061.769  2643923.751 1169.285 

HER INFORMATION IS CONTINUED ON PAGE 5 
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2) 2,633.91’ EAST TO THE 5/8” BR WITH A PLASTIC CAP IN A MONUMENT BOX SHE 
FOUND AT THE NORTHEAST CORNER OF SECTION 12-19-10 

3) 2,634.81’ WEST TO THE 1/2” SQUARE BAR WITH AN ALUMINUM KDOT CAP SHE 
FOUND AT THE NORTHWEST CORNER OF SECTION 12-19-10 AT 0.3’ DEEP 

4) 5,288.71’ WEST TO THE 1/2” BAR SHE FOUND AT THE NORTH 1/4 CORNER OF 
SECTION 11-19-10 AT 0.4’ DEEP 

5) 2,640.46’ SOUTH TO THE 1” PIPE SHE FOUND AT THE CENTER CORNER OF 
SECTION 12-19-10 FLUSH WITH HIGHWAY 50 

6) 5,277.72’ SOUTH TO THE KDOT ALUMINUM CAP SHE FOUND AT THE SOUTH 1/4 
CORNER OF SECTION 12-19-10 IN THE CONCRETE PAVEMENT 

 
NORTH QUARTER CORNER SECTION 12-19-10  


