
NORTH 1/4 CORNER SECTION 17, TOWNSHIP 19 SOUTH, RANGE 10 EAST 
 
1) ON PAGE 222 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 20" X 9" X 
4" FOR THE 1/4 CORNER BETWEEN SECTIONS 8 & 17-19-10. 

 THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) 40.26-1/2 CHAINS WEST TO THE 20” X 12” X 4” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 7, 8, 17 & 18-19-10 
2) 40.26-1/2 CHAINS EAST TO THE 17” X 12” X 3” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 8, 9, 16 & 17-19-10 
 
2) E. B. KIRKENDALL, SURVEYOR, IN A ROAD SURVEY RECORDED IN ROAD RECORD 

BOOK "A" ON PAGES 6 & 7 [PACKET 392 IN THE VAULT IN THE COUNTY 
SURVEYOR’S OFFICE] FOR THE “PLYMOUTH AND COHOLA ROAD” SURVEYED 
AUGUST 21, 1858, AND RECORDED IN THE COMMISSIONER’S JOURNAL ON PAGE 24 
ON AUGUST 30, 1858, SAID THAT HE FOUND THE STONE AT THE SOUTHEAST 
CORNER OF THE TOWNSITE OF PLYMOUTH [SOUTH 1/4 CORNER OF SECTION 8-19-
10] ON THIS ROAD SURVEY. NO WIDTH IS RECORDED AND BY THE TERRITORIAL 
LAW IN EFFECT AT THE TIME THE ROAD WOULD BE FORTY FEET WIDE. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) THIS ROAD EXTENDS SOUTH FOR 1/2 MILE TO THE CENTER CORNER OF 

SECTION 17-19-10 AT A TURN TO THE EAST 
 
3) D. T. McAULEY, COUNTY SURVEYOR FROM 1867 TO 1870, BY D. W. BOWMAN, 

DEPUTY, IN SURVEY NUMBER 48 RECORDED IN SURVEY BOOK “A” ON PAGE 144 
DATED MAY 9, 1868 FOR A SURVEY OF LAND OWNED BY WM. EIKENBERRY AND 
OTHERS, BEING SECTION 17-19-10, TO ESTABLISH THE CENTER CORNER AND 
DIVIDE THE NORTHEAST 1/4 EQUALLY BY A LIE RUNNING EAST AND WEST, SAID 
THAT HE FOUND THE STONE AT THE NORTH 1/4 CORNER OF SECTION 17-19-10 ON 
THIS SURVEY.   

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) 80 RODS, 3 LINKS SOUTH TO THE STONE HE SET FOR THE WEST 1/2/4 CORNER 

OF THE NE1/4 OF SECTION 17-19-10 
2) 160 RODS, 6 LINKS SOUTH TO THE STONE HE SET FOR THE CENTER CORNER OF 

SECTION 17-19-10 
3) 320 RODS, 5 LINKS SOUTH TO THE STONE HE FOUND AT THE SOUTH 1/4 

CORNER OF SECTION 17-19-10 
 
4) J. H. HIBBEN, COUNTY SURVEYOR FROM 1875 TO 1882, IN A ROAD SURVEY FOR 

ROAD NUMBER 27 RECORDED IN ROAD RECORD BOOK “A-1” ON PAGES 106 TO 108 
PETITIONED BY C. C. LYNCH AND OTHERS FOR A COUNTY ROAD IN TOWNSHIPS 18-
10 AND 19-10 [PACKET 111 IN THE VAULT IN THE COUNTY SURVEYOR'S OFFICE] 
THAT HE SURVEYED ON JUNE 24, 1879, WAS ESTABLISHED AT A 40 FOOT WIDE 
ROAD ON JULY 7, 1879, AND WAS RECORDED ON JULY 15, 1879 BY WILLIAM F. 
EWING, COUNTY CLERK, DOES NOT MENTION FINDING THE STONE AT THE NORTH 
1/4 CORNER OF SECTION 17-19-10 ON THIS ROAD SURVEY.  SEE THE SURVEY NOTES 
FOR LOCATIONS WHERE THE RIGHT-OF-WAY LINE CHANGED DUE TO HEDGE 
FENCES. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS NORTH ON THE 1/2 SECTION LINE TO THE NORTH 1/4 

CORNER OF SECTION 29-18-10; THEN TURNS TO THE EAST ON THE SECTION 
LINES FOR 2,640 FEET TO THE NORTHEAST CORNER OF SECTION 29-18-10 AND 
THE TERMINUS OF THIS ROAD SURVEY  

2) THIS ROAD EXTENDS SOUTH ON THE 1/2 SECTION LINE TO A POINT ON THE 
WEST LINE OF THE EAST 1/2 OF SECTION 17-19-10 ON THE NORTH BANK OF THE 
COTTONWOOD RIVER TO COMMENCE THIS ROAD SURVEY  
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5) ALVA J. SMITH, COUNTY SURVEYOR FROM 1900 THROUGH 1906, IN SURVEY 
NUMBER 1, A PERMANENT SURVEY RECORDED IN SURVEY BOOK “E” ON PAGE 
199 DATED APRIL 10, 1900 AT THE ORDER OF W. H. EARL AND THE ATCHISON, 
TOPEKA & SANTA FE RAILROAD COMPANY TO LOCATE THE SOUTH BOUNDARY 
LINE OF SECTION 8-19-10, SAID THAT HE SET A 30” X 7” X 6” STONE AT 94-1/2’ 
SOUTH OF THE SOUTH RAILROAD TRACK FOR THE PERMANENT SOUTH 1/4 
CORNER OF SECTION 8-19-10 ON LINE AND HALFWAY BETWEEN THE STONE THAT 
HE FOUND AT THE SOUTHWEST CORNER OF SECTION 8-19-10 AND THE STONE 
THAT HE SET FOR THE PERMANENT SOUTHEAST CORNER OF SECTION 8-19-10 ON 
THIS PERMANENT SURVEY. THERE IS ADDITIONAL INFORMATION IN PACKET "M 
6" IN MISCELLANEOUS DRAWER NUMBER 1 IN THE VAULT IN THE COUNTY 
ENGINEER'S OFFICE. 

 HIS SURVEY NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 40.25 CHAINS WEST TO THE STONE HE FOUND AT THE SOUTHWEST CORNER OF 

SECTION 8-19-10 
2) 40.25 CHAINS EAST TO THE 24” X 9” X 5” STONE HE SET FOR THE PERMANENT 

SOUTHEAST CORNER OF SECTION 8-19-10 
 
6) REA BOOK 31 ON PAGE 13 SHOWS THAT THEY SET AN IRON PIN FOR THE SOUTH 

1/4 CORNER OF SECTION 8-19-10 AT 2,642.83 FEET EAST OF THE SOUTHWEST 
CORNER OF SECTION 8-19-10 AND IN THE CENTER OF THE CONCRETE SLAB. 

 1)  37’ NW TO A WITNESS PIN 
 2)    37’ NE TO A WITNESS PIN 
 
7) THE KRETSINGER REFERENCE TIE BOOK FOR TOWNSHIP 19-10 SHOWS A REA PIN 

AT THE “SW CORNER SE1/4 OF SECTION 08-19-10”. 
 1)    37’ NW TO A WITNESS [REA] 
 2)    37’ NE TO A WITNESS [REA] 
 
8) D. R. LEWIS, KDOT SURVEYOR, IN 1988 FOR PROJECT 50-56-K2853-01, SAID THAT HE 

RESET THE SOUTH 1/4 CORNER OF SECTION 8-19-10 TO CONFORM TO THE SECTION 
LINE TIES OF PROJECT 50S-32-FA 30 A DATED 1933.  HE SET A 5/8” REBAR WITH AN 
ALUMINUM KDOT CAP STAMPED “S1/4 8-19-10” CENTER PUNCHED AND BURIED 
6” DEEP FOR THE SOUTH 1/4 CORNER OF SECTION 8-19-10. 
1)    CORNER IS 382.20’ RIGHT OF SOUTH OF STATION 78 + 57.0; SE ANGLE = 89°27’23” 
2) 5.10’ NORTH TO THE CENTERLINE OF THE SOUTH TRACK OF THE. RAILROAD   
3) 12.40’ SSE TO A SPIKE & KDOT WASHER IN A WOOD CROSS BUCK 
4) 29.0’ NW TO A SPIKE & KDOT WASHER IN A WOOD CROSS BUCK 

 
8) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED OCTOBER 16, 1997, FOR PROJECT NUMBER 97249-02, TO 
LOCATE THE EXTERIOR OF THE WEST 1/2 OF SECTION 8-19-10, SAID THAT HE 
DETERMINED THAT THE SOUTH 1/4 CORNER OF SECTION 8-19-10 WAS LOST. HE 
SET THE FOLLOWING TWO WITNESS CORNERS MARKED BY 1/2” X 24” REBARS 
WITH “GEOTECH” CAPS AS THE TRUE CORNER OF SECTION 8-19-10 FALLS 
WITHIN 5 FEET OF THE RAILROAD TRACKS.  HIS NOTE ON THE LAST PAGE OF HIS 
REFERENCE REPORT STATES:  “POSITION FOR THE S1/4 CORNER OF SECTION 8-19-
10 DETERMINED FROM KDOT PROJECT COORDINATES AS PER THE WEST LINE OF 
THE SOUTHWEST 1/4 OF SECTION 8-19-10”. 
1)    WITNESS CORNER SET 20.0 FEET WEST OF TRUE POSITION ON SECTION  
        LINE 

1)     26.05’ NW TO A 40 D SPIKE WITH FLAG WIRE IN A CROSS BUCK 
2)  24.80’ SSE TO A 40 D SPIKE WITH FLAG WIRE IN A CROSS BUCK 
3) 95.00’ NNE TO A 40 D SPIKE WITH FLAG WIRE IN A CROSS BUCK 

HIS INFORMATION IS CONTINUED ON PAGE 3 
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4) 2.85’ NORTH TO THE CENTER OF THE SOUTH RAIL OF THE SOUTH 
TRACKS 

5) KDOT COORDINATES: NORTH = 640376.220 EAST = 2622857.482 
2) WITNESS CORNER SET 80.0 FEET NORTH OF TRUE POSITION ON SECTION 

LINE 
1)   12.60’ NNE TO A 40 D SPIKE WITH FLAG WIRE IN A CROSS BUCK 
2) 91.60’ SSE TO A 40 D SPIKE WITH FLAG WIRE IN A CROSS BUCK 
3) 69.45’ SSW TO A 40 D SPIKE WITH FLAG WIRE IN A CROSS BUCK 
4) 26.00’ NORTH TO THE CENTER OF THE SOUTH RAIL OF THE NORTH 

TRACKS 
5) KDOT COORDINATES: NORTH = 640376.220 EAST = 2622857.982 

HIS DRAWING ON HIS REFERENCE REPORT SHOWS THE FOLLOWING IFROM THE 
TRUE CORNER: 
1) 2,658.24’ WEST TO THE SOUTHWEST CORNER OF SECTION 8-19-10 
2) 2,657.91’ EAST TO THE SOUTHEAST CORNER OF SECTION 8-19-10 
3) 2,654.17’ NORTH TO THE CENTER CORNER OF SECTION 8-19-10 
4) 5,303.79’ NORTH TO THE NORTH 1/4 CORNER OF SECTION 8-19-10 

 
9) JEFFREY A. KUBOTA, L.S. 1538, OF PROFESSIONAL ENGINEERING CONSULTANTS, 

P.A., IN A LAND SURVEY REFERENCE REPORT DATED DECEMBER 7, 2011 FOR 
PROJECT NUMBER 11A30, SAID THAT THE SOUTH 1/4 CORNER OF SECTION 8-19-10 
FALLS TOO CLOSE TO THE RAIL AND NO MONUMENT WAS SET, BUT THAT THE 
CORNER WAS EXISTENT AND FOUND BY REFERENCE REPORTS FILED BY STEVEN 
BROSEMER 10-10-97.  HE SENT THE FOLLOWING HORIZONTAL TIES TO THE TRUE 
CORNER: 
1) 11.93’ SOUTH TO A 60 D NAIL IN THE WEST FACE OF A RAILROAD CROSSING 

SIGN POST 
2) 20.00’ WEST TO A 5/8” WITNESS BAR WITH ILLEGIBLE CAP ON THE SECTION 

LINE 
3) 80.0’ NORTH TO A 5/8” WITNESS BAR WITH ILLEGIBLE CAP ON THE SECTION 

LINE 
4) 2.73’ NORTH TO THE CENTERLINE OF THE SOUTH RAIL OF THE SOUTH TRACKS 

 
NORTH QUARTER CORNER SECTION 17-19-10  
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