
ROAD STONE ON NORTH LINE NORTHEAST QUARTER SECTION 29, TOWNSHIP 19 
SOUTH, RANGE 11 EAST 
 
1) O. D. HENRY, COUNTY ENGINEER FROM 1929 TO 1944, BY LESLIE M. GOULD, L.S. 

142, DEPUTY COUNTY SURVEYOR, IN A PERMANENT SURVEY RECORDED IN 
PERMANENT SURVEY BOOK 1 ON PAGE 102 FOR A SURVEY MADE APRIL 3, 1931 AT 
THE REQUEST OF THE EMPORIA TOWNSHIP BOARD TO WIDEN THE TOWNSHIP 
ROAD ALONG THE COTTONWOOD RIVER WHERE IN PLACES THE RIVER WAS 
ENCROACHING ON THE ROAD BY HE BANK CAVING IN IN THE NORTHEAST 1/4 OF 
SECTION 29-19-11, SAID THAT HE SET A 9” X 5” X 20’ ROAD STONE ON THE 1931 
PERMANENT SURVEY.  THERE ARE NO TIES ON THE SURVEY.  THERE IS ALSO AN 
INSERT DATED NOVEMBER 1965 THAT ADDED ADDITIONAL WIDTH TO THIS ROAD. 

 THE ORIGINAL SURVEY AND THE INSERT SHOWS THE FOLLOWING INFORMATION: 
1) 40’ EAST TO AN IRON PIN SET ON THE 1965 ROAD WIDENING SURVEY 
2) 651.8’ EAST TO THE 1/8TH STONE FOUND IN PLACE THAT WAS SET ON A 

PREVIOUS SURVEY FOUND IN THE 1931 ROAD WIDENING SURVEY 
3) 1,961.75’ EAST TO THE GOVERNMENT STONE FOUND IN GOO CONDITION AT 

THE NORTHEAST CORNER OF SECTION 29  
 
2) WARREN CHIP WOODS, L.S. 603, COUNTY SURVEYOR, IN A SECTION CORNER 

REPORT DATED OCTOBER 04, 1995, AND RECORDED IN VOLUME 493 ON PAGE 828 
AT THE REGISTER OF DEEDS OFFICE, FOUND THE 7” X 7” ROAD STONE LOCATED 
7” BELOW THE GROUND SURFACE WITH A 1/2” REBAR ON THE WEST SIDE OF 
THE STONE AND BENT OVER THE TOP OF THE STONE FROM REFERENCES IN 
THE KRETSINGER REFERENCE TIE BOOKS FOR THIS TOWNSHIP, AND THE 
DISTANCE FROM THE NORTHEAST CORNER OF SECTION 29.  THE STONE WAS SET 
BY LESLIE M. GOULD, L.S. 142, IN PERMANENT SURVEY BOOK NUMBER 1 ON PAGE 
102 IN 1931. THE STONE IS ABOUT 1,961.75’ WEST OF THE NORTHEAST CORNER OF 
SECTION 29, AND WAS USED FOR PROJECT NUMBER 95-4J. 
1)    37.0’ NE TO A 6” DIAMETER METAL PIPE POST 
2) 67.6’ ENE TO A 6” DIAMETER METAL PIPE POST – THE WEST GATE POST FOR A 

GATE TO THE NORTH 
3) 40’ EAST TO A 1/2” REBAR SET BY LESLIE M. GOULD FOR ROAD SURVEY IN 1946 

ON AN INSERT IN PAGE 102 OF PERMANENT SURVEY BOOK 1 
4) I DROVE A 2” STEEL “U” CHANNEL POST ON THE NORTH SIDE OF STONE, 

LEAVING ABOUT 4’ OF THE POST ABOVE THE GROUND. 
 
3) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN SURVEY F29005 IN 

THE SURVEY FILE FOR SECTIONS 17-36 IN TOWNSHIP 19-11 FOR A SURVEY FOR A 
ROAD CHANGE IN THE NORTHWEST QUARTER OF SECTION 29-19-11 FOR THE LYON 
COUNTY ROAD & BRIDGE DEPARTMENT, SHOWS ON HIS SURVEY DRAWING THAT 
HE FOUND THE ROAD STONE ON THE NORTH LINE OF THE NORTHEAST CORNER 
OF SECTION 29, BUT HIS TIES HAVE APPARENTLY BEEN REMOVED FROM THE 
SURVEY TIE FILES. 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING DISTANCES: 
1) 1,961.66’ EAST TO THE 5/8” REBAR OVER THE STONE HE FOUND AT THE 

NORTHEAST CORNER OF SECTION 29 
2) 672.53’ WEST TO THE THEORETICAL POSITION FOR THE NORTH 1/4 CORNER OF 

SECTION 29-FALLS IN THE RIVER 
3) 3,306.72’ WEST TO THE TRUE POSITION FOR THE NORTHWEST CORNER OF 

SECTION 29 AS WITNESSED BY A 5/8” REBAR THAT HE SET 100.00’ SOUTH  
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