
NORTH 1/4 CORNER SECTION 32, TOWNSHIP 19 SOUTH, RANGE 11 EAST 
 
1) ON PAGE 376 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 17" X 12" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 29 & 32-19-11. 

 THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) 39.81 CHAINS WEST TO THE 30” X 13” X 3” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 29, 30, 31 & 32-19-11 
2) 39.81 CHAINS EAST TO THE 24” X 10” X 5” SANDSTONE THEY SET FOR THE 

CORNER TO SECTIONS 28, 29, 32 & 33-19-11 
 
2) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN SURVEY NUMBER 7, A PERMANENT SURVEY RECORDED IN SURVEY 
BOOK “B” ON PAGE 7 DATED JANUARY 28, 1870 TO ESTABLISH THE CENTER 
CORNER AND TO DIVIDE THE NORTHWEST 1/4 EQUALLY BY A LINE RUNNING 
NORTH & SOUTH AND THE SOUTHWEST 1/4 BY A LINE RUNNING EAST & WEST, 
ALL IN SECTION 29-19-11, SAID THAT HE FOUND THE STONE AT THE SOUTH 1/4 
CORNER OF SECTION 29-19-11 ON THIS PERMANENT SURVEY. 

 HIS SURVEY NOTES SHOW THE FOLLOWING INFORMATION:  
1) 1,316-1/4’ NORTH TO THE STONE HE SET FOR THE PERMANENT EAST 1/2/4 

CORNER OF THE SW1/4 OF SECTION 29-19-11 
2) 2,632-1/2’ NORTH TO THE STONE HE SET FOR THE PERMANENT CENTER 

CORNER OF SECTION 29-19-11 
 
3) STEVEN S. BROSEMER, L.S. 752, IN A LAND SURVEY REFERENCE REPORT DATED 

JANUARY 12, 1987, FOR JOB NUMBER 86134, SAID THAT HE FOUND A MATCHING 
PAIR OF 3” X 10” LIMESTONES AT 9” DEEP WITH A 1/2” SQUARE IRON PIN 
BETWEEN THEM AT THE SOUTH 1/4 CORNER OF SECTION 29-19-11. 
1)    51.1’ WSW TO A PK NAIL & WASHER IN A POWER POLE 
2) 24.6’ SE TO A PK NAIL & WASHER IN A FENCE POST EAST-WEST 
3) 34.95’ NW TO A PK NAIL & WASHER IN A FENCE POST EAST-WEST 
4) IN THE CENTERLINE TRAVELED WAY OF THE ROAD EAST-WEST  

 
4) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN SURVEY F29005 IN 

THE SURVEY FILE FOR SECTIONS 17-36 IN TOWNSHIP 19-11 FOR A SURVEY FOR A 
ROAD CHANGE IN THE NORTHWEST QUARTER OF SECTION 29-19-11 FOR THE LYON 
COUNTY ROAD & BRIDGE DEPARTMENT, SHOWS ON HIS SURVEY DRAWING THAT 
HE FOUND THE 5/8” REBAR OVER THE STONE AT THE SOUTH 1/4 CORNER OF 
SECTION 29-19-11.  HIS TIES ARE MISSING FROM THE SURVEY TIE FILES. 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 2,631.33’ EAST TO THE 5/8” REBAR OVER THE STONE HE FOUND AT THE 

SOUTHEAST CORNER OF SECTION 29-19-11 
2) 2,627.44’ NORTH TO THE STONE HE FOUND AT THE CENTER CORNER OF 

SECTION 29-19-11 
3) 5,271.65’ NORTH TO THE THEORETICAL POSITION FOR THE NORTH 1/4 CORNER 

OF SECTION 29-19-11 – FALLS IN THE RIVER 
 
5) WARREN CHIP WOODS. L.S. 603, COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED MAY 31, 1996, FOUND THE 1/2” REBAR WITH 
“BROSEMER LS 752” CAP AT 1” BELOW THE SURFACE OF THE GRAVEL ROAD 
OVER THE 1/2” BAR BETWEEN THE PAIR OF 3” X 10” LIMESTONES THAT ARE 9” 
DEEP AT THE NORTH 1/4 CORNER OF SECTION 32-19-11.  I FOUND THE BAR AND 
STONES FROM EXISTING TIES OF RECORD IN THE COUNTY ENGINEER'S OFFICE BY 
STEVEN S. BROSEMER, L.S. 752, DATED JANUARY 12, 1987. 

MY TIES ARE ON PAGE 2 
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1)    51.3’ WSW TO A PK NAIL & WASHER IN A POWER POLE 
2) 30.5’ SW TO A PK NAIL & WASHER IN THE TOP OF A GATE POST 
3) 23.1’ SOUTH TO A PK NAIL & WASHER IN THE TOP OF A CORNER FENCE POST 
4) 28.9’ NW TO A PK NAIL & WASHER IN THE TOP OF THE FIRST POST WEST OF A 

HEDGE TO THE NORTH 
5) 35.0’ WNW TO A PK NAIL & WASHER IN THE EAST FACE OF A HEDGE POST 

WEST OF TIE  NUMBER 4 ABOVE 
6) A FENCE BEARS SOUTH ON LINE   
7) A HEDGE WITH FENCE BEARS NORTH ON LINE  
8) IN THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 140 EAST-WEST  

 
NORTH QUARTER CORNER SECTION 32-19-11 
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