
NORTH 1/4 CORNER SECTION 16, TOWNSHIP 19 SOUTH, RANGE 12 EAST 
 
1) ON PAGE 533 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 28" X 18" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 9 & 16-15-12 ON MARCH 4, 1857. 

 THE GOVERNMENT SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) 39.75-1/2 CHAINS WEST TO THE 20” X 6” X 6” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 8, 9, 16 & 17-19-12 
2) 39.75-1/2 CHAINS EAST TO THE 24” X 11” X 2” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 9, 10, 15 & 16-19-12 
 
2) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN A ROAD SURVEY RECORDED IN ROAD RECORD BOOK "A" ON PAGE 221 & 
222 [PACKETS 60 & 86 IN THE VAULT IN THE COUNTY SURVEYOR'S OFFICE] FOR A 
CHANGE IN THE STATE ROAD PETITIONED BY B. F. MEYERS AND OTHERS THAT HE 
SURVEYED ON AUGUST 3, 1875, AND WAS FILED ON AUGUST 6, 1875 AS ATTESTED 
BY J. S. CRAIG, COUNTY CLERK, SAID THAT HE FOUND THE STONE AT THE 
NORTHWEST CORNER OF THE NORTHEAST 1/4 OF SECTION 16-19-12 AT THE 
TERMINUS OF THIS ROAD CHANGE SURVEY FOR A 60 FOOT WIDE ROAD.  A NOTE 
BY J. MAX YINGLING, DEPUTY COUNTY SURVEYOR, STATES: “THE FIELD NOTES 
AND PLAT OF THE ABOVE ROAD ARE GIVEN IN BOOK “C”, PAGE 136, OF THE 
SURVEYORS RECORD”. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD ANGLES TO THE NORTHWESTERLY BEGINNING AT THIS CORNER 

AND INTERSECTS THE SECTION LINE AT THE LEFT BANK OF THE NEOSHO 
RIVER AT 149 RODS EAST OF THE NORTHWEST CORNER OF THE NE1/4 OF 
SECTION 17-19-12; THEN CONTINUES WEST ON THE SECTION LINE TO THE 
NORTHWEST CORNER OF THE NE1/4 OF SECTION 17-19-12 TO BEGIN THIS ROAD 
CHANGE SURVEY  

 
3) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN SURVEY NUMBER 79 OF THE 8TH TERM, A ROAD SURVEY RECORDED IN 
SURVEY BOOK “C” ON PAGE 136 DATED AUGUST 3, 1875 TO SURVEY A COUNTY 
ROAD BETWEEN THE 1/4 CORNER ON THE NORTH BOUNDARY OF SECTION 17 AND 
THE 1/4 CORNER ON THE NORTH BOUNDARY OF SECTION 16, ALL IN TOWNSHIP 19, 
RANGE 12, SAID THAT HE FOUND THE STONE AT THE NORTH 1/4 CORNER OF 
SECTION 16-19-12 TO BEGIN THIS ROAD SURVEY.  A NOTE IN THE TOP LEFT 
CORNER OF THE LEFT PAGE STATES “DEFENDANT’S EXHIBIT NO. 2.  #19929 APRIL 
28-1938”. 

 
4) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED MAY 6, 1993, FOR JOB NUMBER 92585, SURVEY F09004 
IN THE SURVEY FILE FOR TOWNSHIP 19-12 FOR THE SURVEY OF A 2.5 ACRE TRACT 
IN THE NORTHWEST QUARTER OF SECTION 9 RECORDED IN VOLUME 473 ON PAGE 
57 IN THE REGISTER OF DEEDS OFFICE ON MARCH 16, 1993 SAID THAT HE FOUND A 
1/2” SQUARE REBAR AT THE SOUTH 1/4 CORNER OF SECTION 9-19-12. 

 1)    47.3’ NORTH TO A SPIKE & WASHER IN THE SIDE OF A POWER POLE 
 2)    10.5’ NORTH TO THE TRAVELED WAY OF OLD-OLD 50 HIGHWAY 
 3)    49.0’ SW TO A SPIKE & WASHER IN THE SIDE OF A POWER POLE 
 4)    29.5’ SSW TO A SPIKE IN THE SIDE OF A WOOD FENCE POST 
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 2,719.04’ WEST TO THE THEORETICAL POSITION FOR THE SOUTHWEST CORNER 
OF SECTION 9-19-12 

2) 2,646.01’ NORTH TO THE SQUARE 1/2"  REBAR HE FOUND AT THE CENTER 
CORNER OF SECTION 9-16-12 

HIS INFORMATION IS CONTINUED ON PAGE 2 
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3) 5,293.97’ NORTH TO THE 1/2" REBAR HE FOUND AT THE NORTH 1/4 CORNER OF 
SECTION 9-19-12 

 
5) FRED I. GIBBS, L.S. 387, IN A LAND SURVEY REFERENCE REPORT DATED JULY 26, 

1996, FOR LYON COUNTY BRIDGE REPLACEMENT PROJECT NUMBER 96-80 AND BG 
CONSULTANTS, INC. PROJECT NUMBER E96-222, SAID THAT HE FOUND A 5/8” IRON 
BAR AT 5” BELOW THE SURFACE OF THE GROUND AT THE SOUTH 1/4 CORNER 
OF SECTION 9-19-12.  SEE HIS “SURVEY RECAP” FOR RESTORING THE NORTHEAST 
CORNER OF SECTION 17-19-12 IN THE SURVEY FILE FOR TOWNSHIP 19-12 IN THE 
COUNTY ENGINEER’S OFFICE. 

 1)     47.3’ NORTH TO A FOUND SPIKE & WASHER IN A POWER POLE 
 2)     29.5’ SSE TO A PK NAIL & WASHER IN A WOOD FENCE POST  
 3)     49.0’ SW TO A SPIKE & WASHER IN A POWER POLE 
 4)     10.5’ NORTH TO THE TRAVELED WAY OF OLD-OLD HIGHWAY 50 
 5)     2,719.03’ EAST OF THE NORTHWEST CORNER OF SECTION 16 
 HIS DRAWING ON HIS REFERENCE REPORT SHOWS THE FOLLOWING: 

1) 2,719.03’ WEST TO THE 5/8” REBAR HE SET FOR THE NORTHEAST CORNER OF 
SECTION 17-19-12 

2) 5,343.44’ WEST TO THE 5/8” CAPPED REBAR AT THE NORTH 1/4 CORNER OF 
SECTION 17-19-12 

 
6) POLLY A. JONES, L.S. 1130, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED MAY 18, 2000, FOR JOB NUMBER 00033-02, SURVEY 
F09007 IN THE SURVEY FILE FOR TOWNSHIP 19-12 FOR TWO TRACTS IN THE 
SOUTHEAST QUARTER OF SECTION 9-19-12, SAID THAT SHE FOUND THE 5/8” 
REBAR AT THE SOUTH 1/4 CORNER OF SECTION 9-19-12 ATTRIBUTABLE TO FRED I. 
GIBBS, L.S. 387, ON FILE IN THE COUNTY ENGINEER’S OFFICE.  THE TIES BY GIBBS 
MATCH FORMER TIES BY STEVEN S. BROSEMER, L.S. 752, TO A SQUARE 1/2” BAR.  
SHE CONCLUDED THAT GIBBS REPLACED THE SQUARE 1/2” BAR WITH THIS 5/8” 
BAR.  SHE INCLUDED REFERENCES TO THE NORTHWEST CORNER OF SECTION 16-
19-12 BY GIBBS ALTHOUGH SHE DID NOT CHECK THIS MEASURE ON THIS SURVEY 
[FOR INFORMATION ONLY] 

 1)     47.3’ NORTH TO A SPIKE & WASHER IN A POWER POLE 
 2)     29.5’ SSE TO A PK NAIL IN A WOOD FENCE POST 
 3)     49.0’ SW TO A SPIKE & WASHER IN A POWER POLE 
 4)     10.5’ NORTH TO THE CENTERLINE TRAVELED WAY OF OLD-OLD HIGHWAY 50 

5)     2,719.03’ WEST TO THE NORTHWEST CORNER OF SECTION 16-19-12 [PER GIBBS’ 
        TIES-NOT MEASURED THIS SURVEY] 
6)  2,541.68’ EAST TO THE SOUTHEAST CORNER OF SECTION 16-19-12 [MEASURED 
        THIS SURVEY] 
7) 2,645.92’ NORTH TO A 1/2" SQUARE IRON PIN FOUND AT THE NORTHWEST 

CORNER OF THE SE1/4 OF SECTION 9 
HER SURVEY DRAWING SHOWS THE FOLLOWING ADDITIONAL INFORMATION:  
1) 862.08’ EAST TO THE 1/2" REBAR WITH HER “LS 1130” CAP SHE SET FOR THE 

SOUTHWEST CORNER OF THE WEST 20 ACRE TRACT, AS WITNESSED BY THE 
1/2” REBAR WITH HER “LS 1130” CAP SHE SET AT 33’ NORTH ON THE NORTH 
RIGHT-OF-WAY LINE OF COUNTY ROAD 170 

2) 2,106.68’ EAST TO THE 1/2" REBAR WITH HER “LS 1130” CAP SHE SET FOR THE 
SOUTHEAST CORNER OF THE WEST 20 ACRE TRACT, AS WITNESSED BY THE 
1/2” REBAR WITH HER “LS 1130” CAP SHE SET AT 33’ NORTH ON THE NORTH 
RIGHT-OF-WAY LINE OF COUNTY ROAD 170 

 
7) STEVEN S. BROSEMER, P.S. 752, DEPUTY COUNTY SURVEYOR, IN LAND SURVEY 

REFERENCE REPORT DATED APRIL 15, 2015 FOR PROJECT NUMBER 15071-02, A 
SURVEY OF A 10 ACRE TRACT IN THE SOUTHWEST 1/4 OF SECTION 9-19-12 FOR 
MONTGOMERY/FISHER, SURVEY F09011 IN THE SURVEY FILE FOR TOWNSHIP 19-12, 
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SAID THAT HE FOUND THE RECORD 5/8” IRON PIN AT THE SOUTH 1/4 CORNER OF 
SECTION 9-19-12 FROM EXISTING REFERENCE TIES BY POLLY A. JONES, L.S. 1130, 
DATED MAY 18, 2000 FO JOB NUMBER 00033-02 ON FILE AT THE LYON COUNTY 
ENGINEERS OFFICE. 
1) 30.15’ SSE TO A 1/2" IRON PIN IN THE GROUND AT A FENCE POST IN 

CONCRETE  
2) 49.7’ NORTH TO THE NEAR FACE OF A PIPE CORNER FENCE POST  
3) 47.4’ NORTH TO A SPIKE & WASHER IN A POWER POLE  
4) 29.1’ SSE TO A PK NAIL IN A WOOD FENCE POST –LEANING 
5) 48.6’ SW TO A SPIKE & WASHER IN A POWER POLE 
6) 10.5’ NORTH TO THE CENTERLINE OF THE TRAVELED WAY OF OLD-OLD 

HIGHWAY 50 [COUNTY ROAD 170] 
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 1,996.81’ NORTH TO THE 1/2" X 24” REBAR WITH A PINK CAP HE SET FOR THE 

SOUTHEAST CORNER OF THE 10 ACRE TRACT, AT THE SOUTHEAST CORNER OF 
AN EXISTING CORNER POST 

2) 2,496.21’ NORTH TO THE 1/2" X 24” IRON PIN WITH A PINK CAP HE SET FOR THE 
NORTHEAST CORNER OF THE 10 ACRE TRACT, ON THE SOUTH RIGHT-OF-WAY 
LINE OF OLD US HIGHWAY 50, AND FELL 14.5’ NORTH OF A CORNER POST  

3) 2,646.11’ NORTH TO THE 1/2” SQUARE IRON PIN HE FOUND AT THE NORTHEAST 
CORNER OF THE SW1/4 OF SECTION 9-19-12 

 
NORTH QUARTER CORNER 16-19-12 
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