
WEST 1/4 CORNER SECTION 32, TOWNSHIP 19 SOUTH, RANGE 12 EAST 
 
1) ON PAGE 534 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 21" X 12" 
X 2" FOR THE 1/4 CORNER BETWEEN SECTIONS 31 & 32-9-12. 

 
2) MARION WAYNE BLACKBOURN, L.S. 1127, DEPUTY COUNTY SURVEYOR, IN A 

LAND SURVEY REFERENCE REPORT DATED NOVEMBER 27, 1994, FOR JOB NUMBER 
93-12-054, LARGE SURVEY SR#32001 IN THE SURVEY DRAWER FOR TOWNSHIP 19-12, 
SAID THAT HE FOUND A 1/2” REBAR AT 2” BELOW THE GRAVEL SURFACE AT 
THE WEST 1/4 CORNER OF SECTION 32-19-12 ATTRIBUTABLE TO LESLIE M. GOULD.  
HE SAID THAT THE POSITION OF THIS REBAR CHECKS WITHIN A REASONABLE 
TOLERANCE FOR BOTH DISTANCE AND LINE FROM THE SOUTHWEST CORNER AND 
THE NORTHWEST CORNER OF THE SECTION.  DUE TO THE POSITIVE LOCATION OF 
THIS REBAR, AND WITHOUT ANY FURTHER EVIDENCE CONTRARY TO EXISTING 
POSITION, HE ACCEPTED THE 1/2” REBAR AT THIS LOCATION FOR THE WEST 1/4 
CORNER OF SECTION 32-9-12. 
1)    25.3’ ENE TO A MASONRY NAIL IN THE TOP OF AN 18” DIAMETER STUMP 
2) 15.95’ WNW TO THE NORTH END OF A 15” CULVERT PIPE 
3) 25.5’ SW TO THE SOUTH END OF A 15” CULVERT PIPE 
4) 9.8’ SOUTH OF A FENCE LINE RUNNING WEST 
5) 20.8’ EAST OF A FENCE LINE RUNNING NORTH 
6)   3.5’ WEST OF THE CENTERLINE TRAVELED WAY OF THE NORTH-SOUTH 

GRAVEL ROAD 
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,652.26’ NORTH TO THE NORTHWEST CORNER OF SECTION 32-19-12 
2) 2,652.03’ SOUTH TO THE SOUTHWEST CORNER OF SECTION 32-19-12 ON THE 

TOWNSHIP LINE 
3) 1,316.97’ EAST TO THE NORTH 1/16TH CORNER OF THE SW1/4 OF SEC. 32-19-12 
4) 2,633.95’ EAST TO THE CENTER CORNER OF SECTION 32-19-12 
5) 5,262.64’ EAST TO THE EAST 1/4 CORNER OF SECTION 32-19-12 

 
WEST QUARTER CORNER 32-19-12 
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