
WEST 1/4 CORNER SECTION 35, TOWNSHIP 19 SOUTH, RANGE 12 EAST 
 
1) ON PAGE 514 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 24" X 15" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 34 & 35-19-12. 

 
2) ROBERT MILLIKEN, COUNTY SURVEYOR FROM 1870 TO 1875 AND FROM 1882 TO 

1883, IN SURVEY NUMBER 25 OF THE 8TH TERM, A PERMANENT SURVEY 
RECORDED IN SURVEY BOOK “C” ON PAGE 80 DATED MAY 20, 1874 TO SUBDIVIDE 
THE SOUTHWEST 1/4 OF SECTION 34-19-12 INTO EAST AND WEST HALVES, SAID 
THAT HE FOUND THE STONE AT THE EAST 1/4 CORNER OF SECTIONS 34-19-12 ON 
THIS PERMANENT SURVEY. 

 
3) R. H. EDMISTON, COUNTY SURVEYOR FROM 1884 TO 1887, PER M. BROWN, DEPUTY 

COUNTY SURVEYOR, IN SURVEY NUMBER 65, A PERMANENT SURVEY RECORDED 
IN SURVEY BOOK “E” ON PAGE 65 DATED SEPTEMBER 24 AND OCTOBER 14, 1884 
FOR W. S. COOK TO LOCATE THE CORNER OF SECTIONS 34 & 35 IN TOWNSHIP 19, 
RANGE 12 AND SECTIONS 2 & 3 IN TOWNSHIP 20, RANGE 12, AND TO SURVEY A 
CEMETERY IN THE SOUTHEAST CORNER OF SAID SECTION 34, SAID THAT HE 
FOUND THE STONE AT THE EAST 1/4 CORNER OF SECTIONS 34-19-12.  HE USED 
THIS STONE AND THE STONE THAT HE FOUND AT THE NORTHEAST CORNER OF 
SECTION 34-19-12 TO SET THE STONE FOR THE PERMANENT SOUTHEAST CORNER 
OF SECTION 34-19-12 ON THE TOWNSHIP LINE ON THIS PERMANENT SURVEY. 

 
4) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN SURVEY F34002 IN 

THE SURVEY FILE FOR TOWNSHIP 19-12 FOR A 57.3 ACRE TRACT IN THE NORTH 
HALF OF THE SOUTHWEST QUARTER OF SECTION 34-19-12 DATED OCTOBER 31, 
1988 FOR PROJECT NUMBER 88219, SAID THAT HE DETERMINED THAT THE EAST 1/4 
CORNER OF SECTION 34-19-12 WAS LOST.  HE SET A PK NAIL & WASHER IN THE 
BRIDGE DECK FOR THE EAST 1/4 CORNER OF SECTION 34-19-12 ON LINE AND 
HALFWAY BETWEEN THE NORTHEAST CORNER AND THE SOUTHEAST CORNER OF 
SECTION 34-19-12.   

 1)    17.3’ NE TO THE NORTHWEST CORNER OF THE EAST HUBGUARD 
 2)    14.75’ SE TO THE SOUTHWEST CORNER OF THE WEST HUBGUARD 
 3)    22.2’ NW TO THE NORTHEAST CORNER OF THE EAST HUBGUARD 
 4)    19.9’ SW TO THE SOUTHEAST CORNER OF THE WEST HUBGUARD 
 5)    14.6’ WEST TO THE EAST FACE OF THE WEST HUBGUARD 
 6)    5.35’ EAST TO THE WEST FACE OF THE EAST HUBGUARD 
 7)    SURVEY COORDINATES:  N: 4,654.943 E: 7279.163 
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 2,654.96’ NORTH TO THE 1/2" SQUARE REBAR OF UNCERTAIN ORIGIN HE FOUND 
AT THE NORTHEAST CORNER OF SECTION 34-19-12 

2) 2,654.95’ SOUTH TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT 
THE SOUTHEAST CORNER OF SECTION 34-19-12 ON THE TOWNSHIP LINE 

3) 2,638.33’ WEST TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE 
CENTER CORNER OF SECTION 34-19-12 

4) 5,279.70’ WEST TO THE STONE HE FOUND AT THE WEST 1/4 CORNER OF 
SECTION 34-19-12,  JUST WEST OF A 5/8” REBAR WITH A LYON COUNTY CAP 

 
5) JOHN E. TAYLOR, L.S. 713, OF TAYLOR SURVEYING CORPORATION, P.A., IN A LAND 

SURVEY REFERENCE REPORT DATED FEBRUARY 21, 1996, FOR JOB NUMBER 8446, 
LARGE SURVEY SR #35001 IN THE SURVEY DRAWER FOR TOWNSHIP 19-12, SAID 
THAT HE SEARCHED FOR THE PK NAIL & WASHER AT THE WEST 1/4 CORNER OF 
SECTION 35-19-12, BUT HE DID NOT FIND THE NAIL & WASHER.  HE CONSIDERED 
THAT THIS CORNER WAS LOST.  HE SET A 1” RAILROAD BOLT IN THE BRIDGE 
DECK FOR THE WEST 1/4 CORNER OF SECTION 35-19-12 ON LINE AND HALF-WAY 
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BETWEEN THE EXISTING NORTHWEST CORNER & SOUTHWEST CORNER OF 
SECTION 35-19-12. 
1)    15.15’ SSE TO A “+” CUT IN THE CONCRETE HUBGUARD 
2) 14.4’ NNE TO A “+” CUT IN THE CONCRETE HUBGUARD 
3) 19.4’ NW TO A “+” CUT IN THE CONCRETE HUBGUARD 
4) 19.95’ SW TO THE SOUTHEAST CORNER OF THE CONCRETE HUBGUARD 
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,654.90’ NORTH TO THE 1/2" REBAR HE FOUND AND HE RESET FOR THE 

NORTHWEST CORNER OF THE NW1/4 OF SECTION 35-19-12 
2) 2,645.90’ SOUTH TO THE IRON PIN HE FOUND AT THE SOUTHWEST CORNER OF 

THE SW1/4 OF SECTION 35-19-12 ON THE TOWNSHIP LINE 
3) 2,637.91’ EAST TO THE 1/2" REBAR WITH HIS “LS 713” CAP HE SET FOR THE 

NORTHEAST CORNER OF THE SW1/4 OF SECTION 35-19-12 
4) 5,275.82’ EAST TO THE 1/2" REBAR WITH HIS “LS 713” CAP HE SET FOR THE 

NORTHEAST CORNER OF THE SE1/4 OF SECTION 35-19-12 
 
6) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED MARCH 15, 2006, FOR PROJECT NUMBER 06064-02, 
SURVEY F35001 IN THE SURVEY FILE FOR TOWNSHIP 19-12 FOR A SURVEY OF THE 
WEST 66 ACRES OF THE NORTH 110 ACRES OF THE SOUTHWEST QUARTER OF 
SECTION 35-19-12 AND ALSO THE NORTH 83 ACRES OF THE NORTHWEST QUARTER 
OF SECTION 2-20-12 FOR WELLNITZ, SAID THAT HE FOUND THE 1” RAILROAD 
BOLT IN THE BRIDGE DECK AT THE WEST 1/4 CORNER OF SECTION 35-19-12 FROM 
EXISTING REFERENCE TIES ON FILE AT THE COUNTY ENGINEER'S OFFICE BY JOHN 
E. TAYLOR, LS 713, DATED 1996. 

 1)    13.15’ SSE TO A “+” CUT IN THE CONCRETE HUBGUARD 
 2)    14.4’ NNE TO A “+” CUT IN THE CONCRETE HUBGUARD 
 3)    19.4’ NW TO A “+” CUT IN THE CONCRETE HUBGUARD 
 4)    19.95’ SW TO A “+” CUT IN THE CONCRETE HUBGUARD 
 5)      5.3’ EAST TO THE NEAR FACE OF THE EAST HUBGUARD 

5) 13.8’ SOUTH TO THE SOUTH END OF A CONCRETE RCB  
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 1,575.42’ EAST TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE 

NORTHEAST CORNER OF THE WEST 66 ACRES OF THE NORTH 110 ACRES OF 
THE SW1/4 OF SECTION 35-19-12 

2) 2,637.87’ EAST TO THE 1/2" REBAR [TAYLOR, LS 713] HE FOUND AT THE 
NORTHEAST CORNER OF THE SW1/4 OF SECTION 35-19-12 

3) 1,825.27’ TO THE SOUTHWEST CORNER OF THE WEST 66 ACRES OF THE NORTH 
100 ACRES OF THE SW/1 OF SECTION 35-19-12 AS WITNESSED BY THE 1/2" 
REBAR WITH HIS “LS 752” CAP HE SET AT 30’ EAST ON THE EAST RIGHT-OF-
WAY LINE OF COUNTY ROAD “T” 

4) 2,654.93’ SOUTH TO THE 5/8” REBAR HE FOUND AT THE SOUTHWEST CORNER 
OF THE SW1/4 OF SECTION 35-19-12 ON THE TOWNSHIP LINE 

 
WEST QUARTER CORNER 35-19-12 
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