
NORTHWEST CORNER SECTION 15, TOWNSHIP 19 SOUTH, RANGE 13 EAST 
 
1) ON PAGE 653 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 22" X 11" 
X 3-1/2" FOR THE CORNER TO SECTIONS 9, 10, 15 & 16-19-13. 

 THE GOVERNMENT SURVEY NOTES SHOW THE FOLLOWING INFORMATION: 
1) 40.00 CHAINS NORTH TO THE 18” X 14” X 2” LIMESTONE THEY SET FOR THE 1/4 

CORNER BETWEEN SECTIONS 9 & 10-19-13 
2) 53.30 CHAINS NORTH TO THE 16” X 14” X 3” LIMESTONE THEY SET ON THE 

SOUTH BOUNDARY OF THE SAC & FOX LANDS AT 6.98 CHAINS WEST OF A 
STONE THEY SET ON SAID LINE 

3) 80.00 CHAINS NORTH TO THE 23” X 15” X 4” LIMESTONE THEY SET FOR THE 
CORNER TO SECTIONS 3, 4, 9 & 10-19-13 

4) 39.91-1/2 CHAINS EAST TO THE 20” X 11” X 3” LIMESTONE THEY SET FOR THE 1/4 
CORNER BETWEEN SECTIONS 10 & 15-19-13 

5) 79.83 CHAINS EAST TO THE 22” X 10” X 2-1/2” LIMESTONE THEY SET FOR THE 
CORNER TO SECTIONS 10, 11, 14 & 15-19-13 ON THE COUNTY LINE  

 
2) E. B. KIRKENDALL, SURVEYOR, IN A ROAD SURVEY RECORDED IN ROAD RECORD 

BOOK "A" ON PAGE 16 [PACKET 526 IN THE VAULT IN THE COUNTY SURVEYOR’S 
OFFICE] FOR THE “ROAD FROM FOREST HILL TO COTTONWOOD FALLS VIA 
EMPORIA” ESTABLISHED DECEMBER 6, 1858 IN THE COMMISSIONER’S JOURNAL 
ON PAGE 35, APPARENTLY FOUND THE STONE AT THE SOUTHWEST CORNER OF 
SECTION 10-19-13 TO BEGIN THIS ROAD SURVEY. NO WIDTH IS RECORDED. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) THIS ROAD EXTENDS WEST ON THE SECTION LINES WITH A DEVIATION FOR 

THE NEOSHO RIVER IN SECTION 8-19-12 TO THE SOUTHWEST CORNER OF 
SECTION 7-19-10 ON THE RANGE LINE AND THE LYON AND CHASE COUNTY 
LINE  

 
3) D. T. McAULEY, COUNTY SURVEYOR FROM 1867 TO 1870, IN SURVEY NUMBER 79 

RECORDED IN SURVEY BOOK “A” ON PAGE 174 DATED JANUARY 19, 1869 FOR A 
ROAD SURVEY PETITIONED BY G. W. STILLINGS AND OTHERS IN TOWNSHIP 19, 
RANGE 13, SAID THAT HE COMMENCED THIS ROAD SURVEY FOR A 60 FOOT WIDE 
ROAD AT THE NORTHEAST CORNER OF SECTION 16-19-13 AT A STONE SET IN THE 
GROUND. 

 
4) D. T. McAULEY, COUNTY SURVEYOR FROM 1867 TO 1870, IN A ROAD SURVEY 

RECORDED IN ROAD RECORD BOOK “A” ON PAGES 117 & 118 [PACKET 257 IN THE 
VAULT IN THE COUNTY SURVEYOR'S OFFICE] PETITIONED BY WILLIAM STILLINGS 
AND OTHERS SURVEYED JANUARY 18, 1869, ESTABLISHED IN THE 
COMMISSIONERS JOURNAL ON PAGE 252 AS 60 FEET WIDE ON MARCH 1, 1869, AND 
FILED FOR RECORD ON MARCH 1, 1869 BY J. L. WILLIAMS, COUNTY CLERK, SAID 
THAT HE COMMENCED THIS ROAD SURVEY AT THE NORTHEAST CORNER OF 
SECTION 16-19-13 AT A STONE SET IN THE GROUND. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS WEST ON THE SECTION LINES FOR 1,122 RODS TO THE 

ANGLE TO THE NORTHWESTERLY  
 
5) J. H. HIBBEN, COUNTY SURVEYOR FROM 1875 TO 1882, IN A ROAD SURVEY FOR 

ROAD NUMBER 82 RECORDED IN ROAD RECORD BOOK "A-1" ON PAGES 330 & 331 
PETITION BY JOHN MURAN AND OTHERS FOR A COUNTY ROAD IN TOWNSHIP 19-13 
THAT HE SURVEYED ON SEPTEMBER 24, 1880, WAS ESTABLISHED AS A 40 FOOT 
WIDE ROAD ON OCTOBER 5, 1880, AND WAS RECORDED ON NOVEMBER 13, 1880 BY 
WILLIAM F. EWING, COUNTY CLERK, SAID THAT HE FOUND THE STONE AT THE 
NORTHEAST CORNER OF SECTION 16-19-13 ON THIS ROAD SURVEY. 

 1 



 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS NORTH ON THE SECTION LINES TO THE NORTHEAST 

CORNER OF SECTION 4-19-10 ON THE TOWNSHIP LINE FOR THE TERMINUS OF 
THIS ROAD SURVEY  

2) THIS ROAD EXTENDS SOUTH ON THE SECTION LINES TO THE NORTHEAST 
CORNER OF SECTION 21-19-13; THEN HAS A DEVIATION TO THE EASTERLY AND 
INTERSECTS THE SECTION LINES AT THE NORTHEAST CORNER OF THE SE1/4 
OF SECTION 21-19-13; THEN CONTINUES SOUTH ON THE SECTION LINES TO THE 
SOUTHEAST CORNER OF SECTION 33-19-13 ON THE TOWNSHIP LINE TO 
COMMENCE THIS ROAD SURVEY  

 
6) J. H. HIBBEN, COUNTY SURVEYOR FROM 1875 TO 1882, IN A ROAD SURVEY 

RECORDED IN SURVEY BOOK “C” ON THE RIGHT SIDE PAGE 190 DATED 
SEPTEMBER 23, 1880, FOR A COUNTY ROAD IN TOWNSHIP 19-13, APPARENTLY 
FOUND THE STONE AT THE NORTHEAST CORNER OF SECTION 16-19-13 ON THIS 
ROAD SURVEY.  

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION:  
1) THIS ROAD EXTENDS NORTH ON THE SECTION LINES TO THE STONE HE FOUND 

AT THE NORTHEAST CORNER OF SECTION 4-19-13 ON THE TOWNSHIP LINE AT 
THE TERMINUS OF THIS ROAD SURVEY 

2) THIS ROAD EXTENDS SOUTH ON THE SECTION LINES TO THE STONE HE FOUND 
AT THE SOUTHEAST CORNER OF SECTION 33-19-13 ON THE TOWNSHIP LINE TO 
COMMENCE THIS ROAD SURVEY 

 
7) C. H. RICE, DEPUTY COUNTY SURVEYOR, IN A ROAD SURVEY RECORDED IN 

SURVEY BOOK "F" ON PAGE 10 DATED JUNE 2, 1882, FOR A ROAD IN TOWNSHIP 19, 
RANGE 13, SAID THAT HE FOUND THE STONE AT THE SOUTHWEST CORNER OF 
SECTION 10-19-13 TO BEGIN THIS ROAD SURVEY. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS EAST ON THE SECTION LINE FOR 1 MILE TO THE STONE 

HE FOUND AT THE SOUTHEAST CORNER OF SECTION 10-19-13 ON THE LYON 
AND COFFEY COUNTY LINE AT THE TERMINUS OF THIS ROAD SURVEY  

 
8) C. H. RICE, DEPUTY COUNTY SURVEYOR, IN A ROAD SURVEY FOR ROAD 169 

RECORDED IN ROAD RECORD BOOK “B” ON PAGES 262 TO 164 PETITIONED BY C. B. 
HILL AND OTHERS FOR A COUNTY ROAD IN SECTION 10-19-13 [PACKET 430 IN THE 
VAULT IN THE COUNTY SURVEYOR'S OFFICE] THAT HE SURVEYED ON JUNE 2, 
1882, WAS ESTABLISHED AS A 50 FOOT WIDE ROAD ON JULY 14, 1882 AS NOTED BY 
HUGH F. HOLMES, CHAIRMAN OF THE BOARD OF COUNTY COMMISSIONERS, AND 
RECORDED ON JULY 21, 1882 BY WILLIAM F. EWING, COUNTY CLERK, SAID THAT 
HE FOUND THE STONE AT THE SOUTHWEST CORNER OF SECTION 10-19-13 TO 
BEGIN THIS ROAD SURVEY. 

 HIS SURVEY NOTES SHOWS THE FOLLOWING INFORMATION: 
1) THIS ROAD EXTENDS EAST ON THE SECTION LINES FOR 1 MILE TO THE STONE 

HE FOUND AT THE SOUTHEAST CORNER OF SECTION 10-19-13 ON THE LYON 
AND COFFEY COUNTY LINE AT THE TERMINUS OF THIS ROAD SURVEY  

 
9) MATTHEW BROWN, COUNTY SURVEYOR FROM 1888 TO 1900, AND 1914, IN A 

PERMANENT SURVEY RECORDED IN PERMANENT SURVEY BOOK 1 ON PAGES 15 & 
16 FOR LYMAN FRY, W. R. & C. H. COLE, JAMES A. ALLER, WILLIAM A. JONES, OTTO 
J. JOHNSON, E. T. WHITE, JESSIE FLEMING, C. B. HILL, JAMES C. GAMBLE, AND 
HENRY JACOB REQUESTING A SURVEY TO PERMANENTLY ESTABLISH THE 
CORNERS AND BOUNDARIES OF THE FOLLOWING DESCRIBED LANDS: NORTHEAST 
1/4 OF SECTION 27; SOUTHEAST 1/4, NORTHEAST 1/4, & WEST 1/2 OF NORTHEAST 1/4 
OF SECTION 22; WEST 1/2 & SOUTHEAST 1/4 OF THE NORTHEAST 1/4 AND THE 
NORTHEAST 1/4 OF THE NORTHEAST 1/4, EAST 1/2 OF NORTHWEST 1/4 & 
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NORTHWEST 1/4 OF THE NORTHWEST 1/4 OF SECTION 15; THE EAST 1/2 AND 
SOUTHWEST 1/4 OF THE SOUTHWEST 1/4 AND THE SOUTH 1/2 OF THE NORTHEAST 
1/4 LYING SOUTH OF THE INDIAN RESERVATION IN SECTION 10; THE SOUTHEAST 
1/4 OF THE SOUTHEAST 1/4 OF SECTION 3, ALL IN TOWNSHIP 19, RANGE 13, SAID 
THAT HE SET A 16” X 12” X 6” LIMESTONE “MARKED ACCORDING TO 
GOVERNMENT REGULATIONS” FOR THE PERMANENT NORTHWEST CORNER OF 
SECTION 15-19-13 ON THIS PERMANENT SURVEY. THE PORTION OF THE SURVEY 
ALONG THE LYON AND COFFEY COUNTY LINE WAS DONE IN CONJUNCTION WITH 
W. H. ROBSON, COFFEY COUNTY SURVEYOR.  THE SURVEY BEGAN APRIL 30 AND 
WAS COMPLETED AUGUST 9, 1894, AND WAS FILED ON AUGUST 27, 1984. 

 HIS NOTES/DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 19.96-1/3 CHAINS EAST TO THE 19” X 10” X 6” LIMESTONE MARKED “1/8” ON THE 

NORTH SIDE HE SET FOR PERMANENT NORTH 1/8TH CORNER OF THE NW1/4 OF 
SECTION 15-19-13 

2) 39.92-2/3 CHAINS EAST TO THE 17” X 13” X 6” LIMESTONE MARKED “1/4” ON THE 
NORTH SIDE HE SET FOR THE PERMANENT NORTH 1/4 CORNER OF SEC. 15-19-13 

3) 59.89 CHAINS EAST TO THE 26” X 15” X 5” LIMESTONE MARKED “1/8” ON THE 
NORTH SIDE HE SET FOR THE PERMANENT NORTH 1/8TH CORNER OF THE NE1/4 
OF SECTION 15-19-13 

4) 79.85-1/3 CHAINS EAST TO THE 21” X 14” X 2” LIMESTONE “MARKED 
ACCORDING TO GOVERNMENT REGULATIONS” HE SET FOR THE PERMANENT 
NORTHEAST CORNER OF SECTION 15-19-13 ON THE LYON AND COFFEY 
COUNTY LINE 

5) 20.02-4/10 CHAINS SOUTH TO THE 22” X 12” X 3” LIMESTONE MARKED “1/8” ON 
THE WEST SIDE HE SET FOR THE PERMANENT WEST 1/8TH CORNER OF THE 
NE1/4 OF SECTION 15-19-13 

6) 40.04-8/10 CHAINS SOUTH TO THE 21” X 10” X 3” LIMESTONE MARKED “1/4” ON 
THE WEST SIDE HE SET FOR THE PERMANENT WEST 1/4 CORNER OF SECTION 
15-19-13 

7) 80.09-6/10 CHAINS SOUTH TO THE 25” X 11” X 4-1/2” LIMESTONE MARKED 
“ACCORDING TO GOVERNMENT REGULATIONS” HE SET FOR THE PERMANENT 
SOUTHWEST CORNER OF SECTION 15-19-13 

8) 20.02-4/10 CHAINS NORTH TO THE 18” X 19” X 2” LIMESTONE MARKED “1/8” ON 
THE WEST SIDE HE SET FOR THE PERMANENT WEST 1/8TH CORNER OF THE 
SW1/4 OF SECTION 10-19-13 

9) 40.04-8/10 CHAINS NORTH TO THE 20” X 7” X 3” LIMESTONE MARKED “1/4” ON 
THE WEST SIDE HE SET FOR THE PERMANENT WEST 1/4 CORNER OF SECTION 
10-19-13 

10) 53.44-8/10 CHAINS NORTH TO THE 22” X 7” X 4” LIMESTONE MARKED “RL” ON 
THE SOUTH SIDE HE SET FOR THE PERMANENT CORNER ON THE INDIAN 
RESERVATION LINE ON THE WEST LINE OF THE NW1/4 OF SECTION 10-19-13 

11) 80.16-3/10 CHAINS NORTH TO THE 25” X 9” X 4-1/2” LIMESTONE “MARKED 
ACCORDING TO GOVERNMENT REGULATIONS” HE SET FOR THE PERMANENT 
NORTHWEST CORNER OF SECTION 10-19-13  

 
10) REA BOOK 30 ON PAGE 48 SAYS THAT THEY FOUND A BOLT WITH A FLAT HEAD 

AT THE SOUTHEAST CORNER OF SECTION 9-19-13 IN A SLAB AT 10” SOUTH OF THE 
CENTER OF THE SLAB AND ABOUT 6’ WEST OF THE CENTER OF THE NORTH & 
SOUTH ROAD.  

 1)    26.75’ SE TO THE CORNER OF A HEADWALL 
 2)    18.17’ SW TO THE CORNER OF A HEADWALL 
 3)    17.75’ SW TO A WITNESS PIN 
 
11) THE KRETSINGER REFERENCE TIE BOOK FOR TOWNSHIP 19-13 SHOWS A MARK IN 

PAVEMENT AT THE “NE CORNER SECTION 16-19-13” ON JULY 10, 1985 BY “CGMc”. 
TIES ARE ON PAGE 4 
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 1)    32.75’ NE TO THE NW HR POST 
 2)    37.35’ SE TO THE SW HR POST 
 3)    57.5’ SE TO A REBAR 
 4)    47.3’ NE TO A REBAR 
 
12) LESLIE M. GOULD, L.S. 142, COUNTY SURVEYOR FROM 1953 TO 1978, IN SURVEY 

F16001 IN THE SURVEY FILE FOR TOWNSHIP 19-13 TO LOCATE THE LINES OF THE 
SOUTH HALF AND THE NORTH HALF OF THE NORTH HALF OF THE SOUTH HALF OF 
THE EAST HALF OF THE SOUTH HALF OF THE NORTHEAST QUARTER OF SECTION 
16-19-12 DATED MAY 11, 1971, SHOWS ON HIS SURVEY DRAWING THAT HE FOUND 
A PIN IN PAVEMENT AT THE NORTHEAST CORNER OF SECTION 16-19-13.  THERE 
ARE NO TIES ON THE SURVEY. 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 1,322.5’ SOUTH TO THE THEORETICAL POSITION FOR THE NORTHEAST CORNER 

OF THE SE1/4 OF THE NE1/4 OF SECTION 16-19-13 
2) 1,983.75’ SOUTH TO THE IRON PIN HE SET FOR THE NORTHEAST CORNER OF 

THE STOCKWELL TRACT 
3) 2,149.05’ SOUTH TO THE IRON PIN HE SET FOR THE NORTHEAST CORNER OF 

THE LAMBETH TRACT 
4) 2,314.35’ SOUTH TO THE IRON PIN HE SET FOR THE SOUTHEAST CORNER OF 

THE LAMBETH TRACT 
5) 2,645’ SOUTH TO THE THEORETICAL POSITION FOR THE EAST 1/4 CORNER OF 

SECTION 16-19-13 
6) 5,290’ SOUTH TO THE “STONE IN PLACE” HE  FOUND AT THE SOUTHEAST 

CORNER OF SECTION 16-19-13 
 
13) LESLIE M. GOULD, L.S. 142, COUNTY SURVEYOR FROM 1953 TO 1978, IN LARGE 

SURVEY SR #09003 IN THE SURVEY DRAWER FOR TOWNSHIP 19-13 DATED APRIL 17, 
1973, SHOWS ON HIS SURVEY DRAWING A LARGE PIN IN PAVEMENT AT THE 
SOUTHEAST CORNER OF SECTION 9-19-13.  THERE ARE NO TIES ON THE SURVEY. 

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,617’ WEST TO THE SOUTHWEST CORNER OF THE SW1/4 OF SECTION 9-19-13 –

“NO PIN” 
 
14) STEVEN S. BROSEMER, L.S. 752, IN A LAND SURVEY REFERENCE REPORT DATED 

MAY 21, 1985, FOR JOB NUMBER 85069, SURVEY F09001 IN THE SURVEY FILE FOR 
TOWNSHIP 19-13 FOR TWO TRACTS LOCATED IN THE SOUTHEAST QUARTER OF 
SECTION 9-19-13 AND RECORDED IN VOLUME 417 ON PAGE 71 IN THE REGISTER OF 
DEEDS OFFICE ON JUNE 10 1985, SAID THAT HE FOUND A 1-1/2” IRON PIN IN THE 
CONCRETE PAVEMENT OF OLD-OLD HIGHWAY 50 AT THE SOUTHEAST CORNER 
OF SECTION 9-19-13.  IN HIS REPORT OF SURVEY HE SAID THAT THIS MONUMENT 
HAS BEEN IN COMMON USAGE FOR MANY YEARS.   

 1)    19.7’ NNW TO THE SOUTHEAST CORNER OF A HUBGUARD 
 2)    27.3’ NE TO THE SOUTHWEST CORNER OF A HUBGUARD 
 3)    26.4’ SE TO THE NORTHWEST CORNER OF A HUBGUARD 
 4)    18.0’ SSE TO THE NORTHEAST CORNER OF A HUBGUARD 
 5)      0.8’ NORTH TO THE CENTERLINE OF THE CONCRETE PAVEMENT 
 6)      7.0’ EAST TO THE TRAVELED WAY OF THE ROAD TO THE NORTH 
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 2,082.18’ NORTH TO THE 1/2" REBAR WITH HIS “LS 752” HE SET FOR THE 
SOUTHEAST CORNER OF THE EAST TRACT 

2) 2,640.13’ NORTH TO THE 1/2" REBAR HE FOUND AT THE EAST 1/4 CORNER OF 
SECTION 9-19-13, AND THE NORTHEAST CORNER OF THE EAST TRACT 

3) 2,617.68’ WEST TO THE SPIKE & WASHER IN THE CENTER JOINT OF THE 
CONCRETE PAVEMENT HE FOUND AT THE SOUTH 1/4 CORNER OF SEC. 9-19-13 

 4 



15) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 
REFERENCE REPORT DATED NOVEMBER 21, 1995, FOR JOB NUMBER 95363-02, 
SURVEY F09006 IN THE SURVEY FILE FOR TOWNSHIP 19-13 FOR A 30.64 ACRE 
TRACT OF LAND LOCATED IN THE SOUTHEAST QUARTER OF SECTION 9-19-13, SAID 
THAT HE FOUND THE 1-1/2” IRON PIN IN THE CONCRETE PAVEMENT OF OLD-
OLD HIGHWAY 50 AT THE SOUTHEAST CORNER OF SECTION 9-19-13 FROM HIS 
EXISTING REFERENCE TIES OF RECORD IN THE COUNTY ENGINEER'S OFFICE 
DATED MAY 1985. 

 1)    0.9’ NORTH TO THE CENTER SEAM OF OLD-OLD HIGHWAY 50 
 2)    35.6’ NW TO A 40 D SPIKE & WASHER IN A CORNER FENCE POST 
 3)    32.0’ NE TO THE TOP CENTER OF A TELEPHONE PEDESTAL 
 4)    26.4’ SE TO THE NORTHWEST CORNER OF A HEADWALL 
 5)    18.0’ SW TO THE NORTHEAST CORNER OF A HEADWALL 
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 1,292.00’ WEST TO THE SOUTHEAST CORNER OF THE 30.64 ACRE TRACT, AS 
WITNESSED BY THE 1/2” REBAR WITH HIS “LS 752” CAP HE SET AT 33’ NORTH 
OF THE TRUE CORNER 

2) 2,167.42’ WEST TO THE P.O.B. OF THE 30.64 ACRE TRACT, AS WITNESSED BY THE 
1/2” REBAR WITH HIS “LS 752” CAP HE SET AT 33’ NORTH OF THE TRUE CORNER 

3) 2,617.42’ WEST TO THE NAIL & WASHER HE FOUND IN THE CENTER OF THE 
CONCRETE SLAB AT THE SOUTHWEST CORNER OF THE SE1/4 OF SEC. 9-19-13 

4) 2,082.18’ NORTH TO THE 1/2" REBAR HE FOUND ON THE EAST LINE OF THE SE1/4 
AND THE NORTH LINE OF THE OLD 50 HIGHWAY 50 

 
16) LLOYD J. DOBLER, L.S. 541, IN A LAND SURVEY REFERENCE REPORT DATED 

SEPTEMBER 10, 1998, SURVEY F09007 IN THE SURVEY FILE FOR TOWNSHIP 19-13 
FOR 4 TRACTS LOCATED IN THE SOUTHEAST QUARTER OF SECTION 9-19-13 FOR 
JAMES GEORGE, SAID THAT HE FOUND THE 1-1/4” IRON PIN IN THE CONCRETE 
PAVEMENT AT 0.9’ SOUTH OF THE CENERLINE AT THE SOUTHEAST CORNER OF 
SECTION 9-19-13 FROM EXISTING REFERENCE TIES OF RECORD IN THE COUNTY 
ENGINEER'S OFFICE.  

 1)    0.9’ NORTH TO THE CENTER SEAM OF OLD-OLD HIGHWAY 50 
 2)    35.6’ NW TO A 40 D SPIKE & WASHER IN A CORNER FENCE POST 
 3)    32.0’ NE TO THE TOP CENTER OF A TELEPHONE PEDESTAL 
 4)    26.4’ SE TO THE NORTHWEST CORNER OF A HEADWALL 
 5)    18.0’ SW TO THE NORTHEAST CORNER OF A HEADWALL 
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 675.00’ NORTH TO THE 1/2" PIN WITH HIS “DOBLER RLS 541” CAP HE SET FOR 
THE NORTHEAST CORNER OF TRACT I, AS WITNESSED BY THE 1/2" REBAR 
WITH HIS “DOBLER RLS 541” CAP HE SET AT 20’ WEST ON THE WEST RIGHT-OF-
WAY LINE  

2) 1,1,62.00’ NORTH TO THE 1/2" PIN WITH NO CAP HE FOUND AT THE NORTHEAST 
CORNER OF TRACT IV, AS WITNESSED BY THE 1/2" REBAR WITH HIS “DOBLER 
RLS 541” CAP HE SET AT 20’ WEST ON THE WEST RIGHT-OF-WAY LINE  

3) 2,640.00’ NORTH TO THE 1/2" ROUND IRON BAR HE FOUND AT THE EAST 1/4 
CORNER OF SECTION 9-19-13 

4) 430.67’ WEST TO THE SOUTHWEST CORNER OF TRACT I, AS WITNESSED BY THE 
1/2" REBAR WITH HIS “DOBLER RLS 541” CAP HE SET AT 33’ NORTH ON THE 
NORTH RIGHT-OF-WAY LINE 

5) 861.34’ WEST TO THE SOUTHWEST CORNER OF TRACT II, AS WITNESSED BY 
THE 1/2" REBAR WITH HIS “DOBLER RLS 541” CAP HE SET AT 33’ NORTH ON THE 
NORTH RIGHT-OF-WAY LINE 

6) 1,292.00’ WEST TO THE SOUTHWEST CORNER OF TRACT III, AS WITNESSED BY 
THE 1/2" REBAR WITH HIS “DOBLER RLS 541” CAP HE SET AT 33’ NORTH ON THE 
NORTH RIGHT-OF-WAY LINE 

HIS INFORMATION IS CONTINUED ON PAGE 6 
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7) 2,617.42’ WEST TO THE NAIL & WASHER HE FOUND IN THE CENTERLINE OF THE 
CONCRETE PAVEMENT AT THE SOUTH 1/4 CORNER OF SECTION 9-19-13  

 
17) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED DECEMBER 13, 2005, FOR PROJECT NUMBER 05047-02, 
SAID THAT HE FOUND THE 1-3/4” IRON PIN IN THE CONCRETE PAVEMENT OF 
OLD-OLD HIGHWAY 50 AT THE NORTHEAST CORNER OF SECTION 16-19-13 FROM 
HIS EXISTING REFERENCE TIES ON FILE AT THE COUNTY ENGINEER'S OFFICE 
DATED NOVEMBER 1995. 
1) 1.0’ NORTH TO THE CENTER SEAM OF THE CONCRETE PAVEMENT OF OLD-OLD 

HIGHWAY 50/COUNTY ROAD 170 EAST-WEST  
2) 26.35’ SE TO THE NORTHWEST CORNER OF THE EAST HUBGUARD OF A RCB 
3) 27.30’ NE TO THE SOUTHWEST CORNER OF THE EAST HUBGUARD OF A RCB 
4) 19.85’ NW TO THE SOUTHEAST CORNER OF THE WEST HUBGUARD OF A RCB  
5) 18.00’ SW TO THE NORTHEAST CORNER OF THE WEST HUBGUARD OF A RCB  

 
18) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED MAY 1, 2007, FOR PROJECT NUMBER 07122-02, SURVEY 
F15002 IN THE SURVEY FILE FOR TOWNSHIP 19-13 FOR A 10.0 ACRE TRACT 
LOCATED IN THE NORTHWEST QUARTER AND A 0.83 ACRE TRACT IN THE 
NORTHEAST QUARTER OF SECTION 15-19-13 FOR HOGAN, SAID THAT HE FOUND 
THE 1-3/4” IRON PIN IN THE CONCRETE PAVEMENT OF OLD-OLD HIGHWAY 50 
AT THE NORTHWEST CORNER OF SECTION 15-19-13 FROM HIS EXISTING 
REFERENCE TIES ON FILE AT THE COUNTY ENGINEER'S OFFICE DATED DECEMBER 
2005. 
1) 6.5’ EAST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “Y” TO THE 

NORTH  
2) 1.0’ NORTH TO THE CENTER SEAM OF THE CONCRETE PAVEMENT OF COUNTY 

ROAD 170/OLD-OLD HIGHWAY 50 EAST-WEST 
3) 26.35’ SE TO THE NORTHWEST CORNER OF THE EAST HUBGUARD 
4) 27.30’ NE TO THE SOUTHWEST CORNER OF THE EAST HUBGUARD 
5) 19.85’ NW TO THE SOUTHEAST CORNER OF THE WEST HUBGUARD 
6) 18.00’ SW TO THE NORTHEAST CORNER OF THE WEST HUBGUARD  
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,641.05’ EAST TO THE MAG NAIL IN THE CONCRETE PAVEMENT HE SET FOR 

THE NORTHEAST CORNER OF THE NE1/4 OF SECTION 15-19-13 AND WITNESSED 
BY THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET AT 33.00’ SOUTH TO THE 
SOUTH RIGHT-OF-WAY LINE OF COUNTY ROAD 170 

2) 5,248.92’ EAST TO THE MAG NAIL IN THE CONCRETE PAVEMENT HE SET FOR 
THE NORTHEAST CORNER OF THE NE1/4 OF SECTION 15-19-13 ON THE LYON 
COFFEY COUNTY LINE  
 

19) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 
REFERENCE REPORT DATED SEPTEMBER 17, 2007 FOR PROJECT NUMBER 07294-02, 
SURVEY F10005 IN THE SURVEY FILE FOR TOWNSHIP 19-13 FOR A SURVEY OF THE 
NORTHWEST QUARTER OF THE NORTHWEST QUARTER AND THE NORTHEAST 
QUARTER OF THE NORTHWEST QUARTER OF SECTION 10-19-13 FOR KAREN 
OLIVER, SAID THAT HE FOUND THE 1-3/4” IRON PIN IN THE CONCRETE 
PAVEMENT OF OLD-OLD HIGHWAY 50 AT THE SOUTHWEST CORNER OF SECTION 
10-19-13 FROM HIS EXISTING REFERENCES ON FILE IN THE COUNTY ENGINEER'S 
OFFICE THIS MAY. 
1) 6.5’ EAST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “Y” TO THE 

NORTH  
2) 1.0’ NORTH TO THE CENTER SEAM OF THE CONCRETE PAVEMENT OF COUNTY 

ROAD 170/OLD-OLD HIGHWAY 50 EAST-WEST 
HIS TIES ARE CONTINUED ON PAGE 7 
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3) 26.35’ SE TO THE NORTHWEST CORNER OF THE EAST HUBGUARD 
4) 27.30’ NE TO THE SOUTHWEST CORNER OF THE EAST HUBGUARD 
5) 19.85’ NW TO THE SOUTHEAST CORNER OF THE WEST HUBGUARD 
6) 18.00’ SW TO THE NORTHEAST CORNER OF THE WEST HUBGUARD  
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 2,640.07’ NORTH TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE FOUND AT THE 

SOUTHWEST CORNER OF THE NW1/4 OF SECTION 9-19-13 
2) 3,520.83’ NORTH TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE FOUND AT THE 

SOUTHWEST CORNER OF GOVERNMENT LOT 3 ON THE SOUTH BOUNDARY OF 
THE SAC & FOX LAND AND THE WEST SIDE OF THE NW1/4 OF SECTION 10-19-13 

3) 3,961.49’ NORTH TO THE 1/2” REBAR WITH HIS “LS 752” CAP HE SET FOR THE 
SOUTHWEST CORNER OF THE NW1/4 OF THE NW1/4 OF SECTION 10-19-13 

4) 5,286.08’ NORTH TO THE STONE HE FOUND AT THE NORTHWEST CORNER OF 
SECTION 10-19-13 

5) 2,640.97’ EAST TO THE MAG NAIL HE FOUND AT THE SOUTH 1/4 CORNER OF 
SECTION 10-19-13 

6) 5,244.88’ EAST TO THE MAG NAIL HE FOUND AT THE SOUTHEAST CORNER OF 
SECTION 10-19-13 ON THE LYON AND COFFEY COUNTY LINE 
 

20) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 
REFERENCE REPORT DATED AUGUST 22, 2008 FOR PROJECT NUMBER 08241-02, 
SURVEY F16002 IN THE SURVEY FILE FOR TOWNSHIP 19-13 TO SURVEY THE SOUTH 
HALF OF THE NORTHEAST QUARTER OF SECTION 16-19-13 EXCEPT THE SOUTH 1/2 
OF THE SOUTHEAST 1/4 OF THE NORTHEAST 1/4 OF SAID SECTION 16 FOR STEPHEN 
STOCKWELL, SAID THAT HE FOUND THE 1-3/4” IRON PIN IN THE CONCRETE 
PAVEMENT OF OLD-OLD HIGHWAY 50 AT THE NORTHEAST CORNER OF SECTION 
16-19-13 FROM HIS EXISTING REFERENCES ON FILE IN THE COUNTY ENGINEER'S 
OFFICE DATED SEPTEMBER 2007. 
1) 26.35’ SE TO THE NORTHWEST CORNER OF THE EAST HUBGUARD OF A RCB 
2) 27.30’ NE TO THE SOUTHWEST CORNER OF THE EAST HUBGUARD OF A RCB 
3) 19.85’ NW TO THE SOUTHEAST CORNER OF THE WEST HUBGUARD OF A RCB 
4) 18.00’ SW TO THE NORTHEAST CORNER OF THE WEST HUBGUARD OF A RCB 
5) 1.0’ NORTH TO THE CENTER SEAM OF THE CONCRETE PAVEMENT OF OLD-OLD 

HIGHWAY 50 
6) 1.0’ SOUTH TO THE TRAVELED WAY OF CONCRETE COUNTY ROAD 170/OLD-

OLD HIGHWAY 50 EAST-WEST 
7) 6.0’ EAST TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD “Y” TO THE 

NORTH EXTENDED 
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 1,322.17’ SOUTH TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE 

SOUTHEAST CORNER OF THE NE1/4 OF THE NE1/4 OF SECTION 16-19-13 
2) 1,983.26’ SOUTH TO THE 1/2" REBAR WITH HIS “LS 752 CAP HE SET FOR THE 

SOUTHEAST CORNER OF THE N1/2 OF THE SE1/4 OF THE NE1/4 OF SEC. 16-19-13 
3) 2,644.35’ SOUTH TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE FOUND AT THE 

SOUTHEAST CORNER OF THE NE1/4 OF SECTION 16-19-13 
4) 1,308.81’ WEST TO THE THEORETICAL POSITION FOR THE NORTHWEST CORNER 

OF THE NE1/4 OF THE NE1/4 OF SECTION 16-19-13 
5) 2,617.62’ WEST TO THE NAIL & WASHER HE FOUND AT THE NORTHWEST 

CORNER OF THE NE1/4 OF SECTION 16-19-13 
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