
NORTH 1/4 CORNER SECTION 35, TOWNSHIP 21 SOUTH, RANGE 11 EAST 
 
1) ON PAGE 411 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 24" X 12" 
X 4" FOR THE 1/4 CORNER BETWEEN SECTIONS 26 & 35-21-11. 

 THE GOVERNMENT SURVEY NOTES SHOW THE FOLLOWING INFORMATION: 
1) 39.82-1/2 CHAINS WEST TO THE 27” X 16” X 3” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 26, 27, 34 & 35-21-11 
2) 39.82-1/2 CHAINS EAST TO THE 27” X 14” X 5” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 25, 26, 35 & 36-21-11 
 
2) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LANS SURVEY 

REFERENCE REPORT DATED APRIL 12, 2000, FOR PROJECT NUMBER 00072-02, SAID 
THAT HE CONSIDERED THAT THE SOUTH 1/4 CORNER OF SECTION 26-21-11 WAS 
LOST.  HE SET A 5/8” X 24” REBAR WITH A LYON COUNTY CAP FOR THE SOUTH 
1/4 CORNER OF SECTION 26-21-11 ON TRUE LINE AND HALFWAY BETWEEN THE 
SOUTHWEST CORNER AND THE SOUTHEAST CORNER OF SECTION 26-21-11. 
1)    27.9’ SSE TO A SPIKE & WASHER IN THE TOP OF A FENCE POST 
2) 27.3’ NNE TO THE TOP CENTER OF A 6” PIPE CORNER FENCE POST 
3) 42.9’ NE TO A SPIKE & WASHER IN AN ELM TREE 
4) 11.5’ EAST TO A LINE OF FENCE TO THE NORTH 
HIS DRAWING ON HIS REFERENCE REPORT SHOWS THE FOLLOWING: 
1) 2,624.9’ WEST TO THE SOUTHWEST CORNER OF SECTION 26-21-11 
2) 2,624.9’ EAST TO THE SOUTHEAST CORNER OF SECTION 26-21-11 
 

NORTH QUARTER CORNER 35-21-11 
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