
NORTH 1/4 CORNER SECTION 36, TOWNSHIP 21 SOUTH, RANGE 12 EAST 
 
1) ON PAGE 568 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 20" X 10" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 25 & 36-21-12. 

 THE GOVERNMENT SURVEY NOTES SHOW THE FOLLOWING INFORMATION:  
1) 39.88-1/2 CHAINS WEST TO THE 24” X 18” X 3-1/2” LIMESTONE THEY SET FOR 

THE CORNER TO SECTIONS 25, 26, 35 & 36-21-12 
2) 39.88-1/2 CHAINS EAST TO THE 22” X 9” X 4” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 25 & 36-21-12 ON THE EAST TOWNSHIP BOUNDARY  
 
2) POLLY A. JONES, L.S. 1130, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED JULY 18, 2000, FOR PROJECT NUMBER 00144-02, 
SURVEY F25003 IN THE SURVEY FILE FOR TOWNSHIP 21-12 FOR THE SURVEY OF AN 
11.386 ACRE TRACT IN THE SOUTHWEST QUARTER OF SECTION 25-21-12, SAID 
THAT SHE EXCAVATED WITH A COUNTY MAINTAINER FOR THE STONE AT THE 
SOUTH 1/4 CORNER OF SECTION 25-21-12, BUT SHE DID NOT FIND THE STONE DUE 
TO A ROCK LEDGE AT 8” BELOW THE SURFACE.  SHE CONSIDERED THAT THIS 
CORNER WAS LOST.   SHE SET A 1/2” X 12” BOLT WITH A 3/4” HEAD FOR THE 
SOUTH 1/4 CORNER OF SECTION 25-21-12 ON TRUE LINE AND AT HALF THE 
DISTANCE BETWEEN THE SOUTHWEST CORNER AND THE SOUTHEAST CORNER OF 
SECTION 25-21-12.  SHE SAID THAT THIS POSITION WAS SUPPORTED BY THE 
PHYSICAL EVIDENCE OF THE FENCE RUNNING TO THE NORTH.   
1)     IN LINE WITH A FENCE RUNNING NORTH 
2)   2.90’ NORTH TO THE CENTERLINE TRAVELED WAY OF COUNTY ROAD 20 
3) 29.55’ NW TO A MASONRY NAIL & BOTTLE CAP IN THE WEST GATE POST 
4) 25.90’ NORTH TO A MASONRY NAIL & BOTTLE CAP IN A CORNER FENCE POST 
5) 34.55’ NE TO A MASONRY NAIL & BOTTLE CAP IN A FENCE POST 
6) 41.10’ SE TO A 40 D SPIKE & WASHER DRIVEN INTO THE WIRE BRACE ON A 

METAL FENCE POST IN THE FENCE LINE EAST-WEST  
7) 30.95’ SE TO A 40 D SPIKE & 2 WASHERS DRIVEN INTO THE WIRE BRACE ON A 

METAL FENCE POST IN THE FENCE LINE EAST-WEST  
HER SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 1,833.03’ WEST TO THE 1/2" REBAR WITH HER “LS 1130” CAP SHE SET FOR THE 

SOUTHEAST CORNER OF THE 11.386 ACRE TRACT 
2) 2,633.03’ WEST TO THE GLO STONE WITH A 5/8” REBAR ON THE SOUTH SIDE OF 

THE STONE SHE FOUND AT THE SOUTHWEST CORNER OF SECTION 25-21-12, 
AND THE SOUTHWEST CORNER OF THE 11.386 ACRE TRACT 

3) 2,633.03’ EAST TO THE 5/8” REBAR 1/2” SQUARE TWIST REBAR SHE FOUND AT 
THE SOUTHEAST CORNER OF THE SE1/4 OF SECTION 25-21-12 THAT SHE 
REPLACED WITH A 5/8” REBAR WITH A LYON COUNTY CAP 

 
3) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED APRIL 18, 2008 FOR PROJECT NUMBER 08114-02, 
SURVEY F25004 IN THE SURVEY FILE FOR TOWNSHIP 21-12 FOR A SURVEY OF THE 
EAST LINE OF THE SOUTH HALF OF THE NORTHEAST QUARTER OF SECTION 25-21-
12 FOR DON WILLIAMSON, SAID THAT HE FOUND THE 1/2” BOLT AT THE SOUTH 
1/4 CORNER OF SECTION 25-21-12 FROM EXISTING REFERENCE TIES ON FILE AT 
THE COUNTY ENGINEER'S OFFICE BY POLLY A. JONES, L.S. 1130, DEPUTY COUNTY 
SURVEYOR, DATED JULY 18, 2000.   
1) 29.55’ NW TO A MASONRY NAIL & BOTTLECAP IN THE WEST GATE POST 
2) 41.1’ SE TO A 40 D SPIKE & WASHER IN THE WIRE BRACE POST ON A METAL 

FENCE POST IN A FENCE LINE 
3) 30.95’ SW TO A 50 D SPIKE & WASHER IN THE WIRE BRACE ON A METAL FENCE 

POST IN A FENCE LINE 
HIS TIES ARE CONTINUED ON PAGE 2 
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4) IN LINE WITH A FENCE TO THE NORTH  
HIS SURVEY DRAWING SHOWS THE FOLLOWING DISTANCES: 
1) 2,645.01’ NORTH TO THE THEORETICAL POSITION FOR THE SOUTHWEST 

CORNER OF THE S1/2 OF THE NE1/4 OF SECTION 25-21-12 
2) 3,963.92’ NORTH TO THE THEORETICAL POSITION FOR THE NORTHWEST 

CORNER OF THE S1/2 OF THE NE1/4 OF SECTION 25-21-12 
3) 5,282.83’ NORTH TO THE STONE HE FOUND AT THE NORTHWEST CORNER OF 

THE N1/2 OF THE NE1/4 OF SECTION 25-21-12 
 

4) FRED D. WALROD, L.S. 1233, IN A LAND SURVEY REFERENCE REPORT DATED JUNE 
22, 2010, SURVEY 25005 IN THE SURVEY FILE FOR TOWNSHIP 21-12 FOR A PLAT OF 
SURVEY FOR A 37.14 ACRE TRACT IN THE SOUTHEAST QUARTER OF SECTION 25-21-
12 FOR TRACY THOMPSON, SAID THAT HE FOUND THE 1/2" BOLT WITH A 3/4" 
HEAD AT THE SOUTH 1/4 CORNER OF SECTION 25-21-12 FROM “PULLED RECORD 
TIES”.  HE SENT THE FOLLOWING HORIZONTAL TIES: 

 1)    41.10’ SE TO A 40 D NAIL & WASHER IN THE CLIP OF A METAL “T” POST 
 2)    29.55’ NW TO A NAIL & BOTTLE CAP IN A GATE POST 
 3)    25.90’ NORTH TO A NAIL & BOTTLE CAP IN A CORNER POST 
 4)    34.55’ NE TO A NAIL & BOTTLE CAP IN FENCE POST 
 5)    IN LINE WITH A FENCE TO THE NORTH 
 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  

1) 1,685.21’ EAST TO THE 1/2" REBAR WITH HIS “LS 1233” CAP HE SET FOR THE 
SOUTHWEST CORNER OF THE 37.14 ACRE TRACT, AS WITNESSED BY THE 1/2” 
REBAR WITH HIS “LS 1233 CAP HE SET AT 20’ NORTH ON THE NORTH RIGHT-OF-
WAY LINE OF 20TH ROAD 

2) 2,632.54’ EAST TO THE 5/8” REBAR WITH A LYON COUNTY CAP HE FOUND AT 
THE SOUTHEAST CORNER OF SECTION 25-21-12 [GLO = 2,632.41’; BROSEMER = 
2,632.61’] AND THE SOUTHEAST CORNER OF THE 37.14 ACRE TRACT 

 
NORTH QUARTER CORNER 36-21-12 
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