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NORTH 1/4 CORNER SECTION 21, TOWNSHIP 21 SOUTH, RANGE 13 EAST 
 
1) ON PAGE 692 OF THE GLO ORIGINAL FIELD NOTES IN THE DRAFTING ROOM IN THE 

COUNTY ENGINEER'S OFFICE IT STATES THAT THEY SET A LIMESTONE 20" X 16" 
X 3" FOR THE 1/4 CORNER BETWEEN SECTIONS 16 & 21-21-13 ON JUNE 8, 1856, FROM 
WHICH: 
1) A COTTONWOOD TREE 26” DIAMETER BEARS S. 58°40’ E. 175 LINKS DISTANCE 
2) AN ELM TREE 10” IN DIAMETER BEARS N. 86° E. 212 LINKS DISTANCE  

 THE GOVERNMENT SURVEY NOTES SHOW THE FOLLOWING INFORMATION: 
1) 39.94 CHAINS WEST TO THE 24” X 12” X 5” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 16, 17, 20 & 21-21-13 
2) 39.93 CHAINS EAST TO THE 27” X 16” X 3” LIMESTONE THEY SET FOR THE 

CORNER TO SECTIONS 15, 16, 21 & 22-21-13 
 
2) STEVEN S. BROSEMER, L.S. 752, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED APRIL 19, 2007 FOR PROJECT NUMBER 06295-02, 
SURVEY F21001 IN THE SURVEY FILE FOR TOWNSHIP 21-13 FOR A SURVEY OF THE 
NORTH LINE OF SECTION 21-21-13 FOR THE LYON COUNTY ROAD & BRIDGE 
DEPARTMENT FOR BRIDGE REPLACEMENT PROJECT 06-KY, SAID THAT HE 
SEARCHED FOR THE GLO STONE AT THE NORTH 1/4 CORNER OF SECTION 21-21-13, 
BUT HE DID NOT FIND THE STONE.  HE CONSIDERED THAT THIS CORNER 
WAS LOST.  HE SET A 1/2” X 24” REBAR WITH HIS “LS 752” CAP FOR THE NORTH 
1/4 CORNER OF SECTION 21-21-13 ON TRUE LINE AND HALFWAY BETWEEN THE 
NORTHWEST AND NORTHEAST CORNERS OF SECTION 21-21-13.   
1) 30.5’ NORTH TO THE TRAVELED WAY OF GRAVEL COUNTY ROAD 40 EAST-

WEST  
2) 75.10’ NW TO A 40 D NAIL & WASHER IN A POWER POLE 
3) 63.2’ NE TO THE TOP CENTER OF A TELEPHONE PEDESTAL 
4) 4.9’ ESE TO A 40 D NAIL & WASHER IN A 12” BIRCH TREE 
5) 19.25’ SOUTH TO A 40 D NAIL & WASHER IN A 3.5’ COTTONWOOD TREE  

 HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION:  
1) 2,634.85’ WEST TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR THE 

NORTHWEST CORNER OF THE NW1/4 OF SECTION 21-21-13 
2) 2,057.85’ EAST TO THE 1/2" REBAR WITH HIS “LS 752” CAP HE SET FOR A P.O.T. 
3) 2,634.85’ EAST TO THE GLO STONE HE FOUND AT THE NORTHEAST CORNER OF 

THE NE1/4 OF SECTION 21-21-13, WITH 5/8” REBARS ON THE EAST AND WEST 
SIDES OF THE STONE AND FLUSH WITH THE STONE 

 
3) WARREN CHIP WOODS, P.E. 7268, COUNTY ENGIINEER, IN LYON COUNTY BRIDGE 

REPLACEMENT PROJECT NUMBER 06-KY PLANS FOR BRIDGE 965.9-546.0, 
REPLACING A 16” STONE ARCH BRIDGE WITH A 30 FOOT ALL-STEEL BRIDGE, 
SHOWS THE FOLLOWING INFORMATION:  
1) 1/2” REBAR WITH “LS 752” CAP AT THE NORTH 1/4 CORNER SECTION 21-21-13 = 

P.O.T. STATION 23+65.15 
2) 2,057.85’ EAST ON THE SECTION LINE TO A 1/2" X 24” REBAR WITH “LS 752” CAP 

AT P.O.T. STATION 44+23.00 
3) 2,634.85’ EAST ON THE SECTION LINE TO THE GLO STONE WITH 5/8” REBARS 

WITH LYON COUNTY CAPS ON THE EAST & WEST SIDES OF THE STONE AT THE 
NORTHEAST CORNER OF SECTION 21-21-13 = P.O.T. STATION 50+00.00 

 
4) AARON C. DAVIS, P.S. 1368, DEPUTY COUNTY SURVEYOR, IN A LAND SURVEY 

REFERENCE REPORT DATED MAY 11, 2016 FOR PROJECT NUMBER 16110-02, SURVEY 
F21003 IN THE SURVEY FILE FOR TOWNSHIP 21-13 FOR A SURVEY OF AN 18.44 ACRE 
TRACT IN THE NORTHEAST QUARTER OF SECTION 21-21-13 FOR CAMERON ROTH, 
SAID THAT HE FOUND THE EXISTING RECORD 1/2" REBAR WITH A STEVE 
BROSEMER, L.S. 752, CAP AT THE NORTH 1/4 CORNER OF SECTION 21-21-13 FROM 
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THE EXISTING REFERENCE TIES ON FILE AT THE LYON COUNTY ROAD & BRIDGE 
OFFICE.  THE NORTH 1/4 CORNER WAS RESET BY S. BROSEMER, L.S. 752, IN 2007 
AND FOUND BY WARREN CHIP WOODS, L.S. 603 IN 2010 FOR A BRIDGE 
REPLACEMENT PROJECT. 
1) 75.00’ NW TO A SPIKE & WASHER IN A POWER POLE 
2) 54.70’ WNW TO THE TOP CENTER OF THE EAST END OF A CORRUGATED METAL 

PIPE UNDER A FIELD ENTRANCE 
3) 30.0’ NORTH TO THE CENTERLINE FO THE TRAVELED WAY OF ROAD 40 EAST-

WEST  
4) 63.10’ NE TO THE TOP CENTER OF A TELEPHONE PEDESTAL  
5) 4.00’ ESE TO A 40 D NAIL & BOTTLECAP IN THE WEST FACE OF A 12” 

COTTONWOOD TREE 
6) 19.00’ SOUTH TO A 40 DA NAIL & WASHER IN THE NORTH FACE OF A 48” BURR 

OAK TREE  
HIS SURVEY DRAWING SHOWS THE FOLLOWING INFORMATION: 
1) 1,354.90’ EAST TO THE 1/2" X 24” REBAR WITH HIS “PS 1368” CAP HE SET FOR 

THE NORTHWEST CORNER OF THE 18.44 ACRE TRACT, AS WITNESSED BY THE 
1/2" X 24” REBAR WITH HIS “PS 1368” CAP HE SET AS A WITNESS CORNER ON 
THE SOUTH SIDE OF CEDAR TREES 

2) 1,910.90’ EAST TO THE 1/2” X 24” REBAR WITH HIS “PS 1368” CAP AT THE P.O.B. 
OF THE 18.44 ACRE TRACT, AS WITNESSED BY THE 1/2" X 24” REBAR WITH HIS 
P.S. 1368” CAP HE SET ON THE EAST TRACT LINE AT THE TOP OF THE ROAD 
DITCH 

3) 2,634.90’ EAST TO THE GLO STONE HE FOUND AT THE NORTHEAST CORNER OF 
THE NE1/4 OF SECTION 21-21-13   

 
NORTH QUARTER CORNER 21-21-13  


